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1. WARRANTY AND RETURNS 
 

1.1 ²!ww!b¢¸ th[L/¸ Chw [!±Lb!ϯ ±32GE 
If your warranty card is missing, contact your local distributor and request a warranty card, or visit us 

at www.superabrasive.com to download one.  The customer is responsible for filling out the card and 

ƳŀƛƭƛƴƎ ƛǘ ǘƻ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ŀŘŘǊŜǎǎ ŀǎ ƛƴŘƛŎŀǘŜŘ ƻƴ ǘƘŜ ŎŀǊŘΦ  ¢ƻ ŜƴǎǳǊŜ ǊŜƎƛǎǘǊŀǘƛƻƴ ŀƴŘ 

activation of warranty coverage, the warranty card must be mailed to the manufacturer within 30 

days from date of purchase; failure to do so may void the warranty.  Be sure to provide the 

ƳŀƴǳŦŀŎǘǳǊŜǊ ǿƛǘƘ ŀƭƭ ƻŦ ǘƘŜ ƛƴŦƻǊƳŀǘƛƻƴ ǊŜǉǳŜǎǘŜŘΣ ŀƴŘ Ƴƻǎǘ ƛƳǇƻǊǘŀƴǘƭȅ ǿƛǘƘ ǘƘŜ ŘƛǎǘǊƛōǳǘƻǊΩǎ 

name, machine serial number, and purchase date. 

{ǳǇŜǊŀōǊŀǎƛǾŜ ƻŦŦŜǊǎ ŀ ƎǳŀǊŀƴǘŜŜ ƻƴ [!±Lb!ϯ ǾŀŎǳǳƳǎΣ ŎƻǾŜǊƛƴƎ ƳŀƴǳŦŀŎǘǳǊƛƴƎ ŀƴŘ ƳŀǘŜǊƛŀƭ 

defects, for a period of 24 months from the date of purchase, as invoiced by Superabrasive.  The 

following conditions pertain to this warranty: 

ω !ǇǇƭƛŜǎ ƻƴƭȅ ǘƻ ǘƘŜ ƻǊƛƎƛƴŀƭ ƻǿƴŜǊ ŀƴŘ ƛǎ ƴƻǘ ǘǊŀƴǎŦŜǊŀōƭŜΦ ω ±ŀŎǳǳƳ Ƴǳǎǘ ƴƻǘ ōŜ ŘƛǎƳŀƴǘƭŜŘ ŀƴŘ 

ǘŀƳǇŜǊŜŘ ǿƛǘƘ ƛƴ ŀƴȅ ǿŀȅΦ ω ¢Ƙƛǎ ǿŀǊǊŀƴǘȅ ŘƻŜǎ ƴƻǘ ŎƻǾŜǊ ŀƴȅ ŦŀƛƭǳǊŜǎ ƻǊ ŘŜŦŜŎǘǎ ŎŀǳǎŜŘ ōȅ ƴƻǊƳŀƭ 

wear and tear, accidental damage, damage during transport, improper handling, repairs conducted 

by an unauthorized facility (without prior authorization by Superabrasive), or operation that is not in 

compliance with the instructions provided in this manual.  Superabrasive denies all responsibility for 

damages or injuries, ǘƻ ŀƴȅ ǇŜǊǎƻƴǎ ƻǊ ƻōƧŜŎǘǎΣ ŎŀǳǎŜŘ ōȅ ƛƳǇǊƻǇŜǊ ƻǇŜǊŀǘƛƻƴ ƻŦ ǘƘŜ ǾŀŎǳǳƳ ǳƴƛǘΦ ω 

This warranty will become invalid in the event that equipment or accessories used on/with the 

ǾŀŎǳǳƳ ǳƴƛǘ ŀǊŜ ƴƻǘ ǎǳǇǇƭƛŜŘ ƻǊ ŀǇǇǊƻǾŜŘ ōȅ {ǳǇŜǊŀōǊŀǎƛǾŜΦ ω /ƻǾŜǊŜŘ ŎƻƳǇƻƴŜƴǘǎ ǇǊƻven 

ŘŜŦŜŎǘƛǾŜ ǿƛƭƭ ōŜ ǊŜǇŀƛǊŜŘ ƻǊ ǊŜǇƭŀŎŜŘ ŀǘ ƴƻ ŎƘŀǊƎŜΦ ω ¢Ƙƛǎ ǿŀǊǊŀƴǘȅ ŘƻŜǎ ƴƻǘ ŀǇǇƭȅ ǘƻ ŀƴȅ ǊŜǇŀƛǊ ƻŦκǘƻ 

ƻŦ ǇǊƻǇǊƛŜǘŀǊȅ ǇŀǊǘǎΣ ƴƻǊ ŘƻŜǎ ƛǘ ŎƻǾŜǊ ŎƭŜŀƴƛƴƎ ƻǊ ƎŜƴŜǊŀƭ ƳŀƛƴǘŜƴŀƴŎŜΦ ω ¢Ƙƛǎ ǿŀǊǊŀƴǘȅ ŘƻŜǎ ƴƻǘ 

apply to items with aftermarket alterations, changŜǎΣ ƻǊ ƳƻŘƛŦƛŎŀǘƛƻƴǎΦ ω ¢Ƙƛǎ ǿŀǊǊŀƴǘȅ ƛǎ ƭƛƳƛǘŜŘ ǘƻ 

ǊŜǇŀƛǊ ƻǊ ǊŜǇƭŀŎŜƳŜƴǘ ƻŦ ŎƻǾŜǊŜŘ ŎƻƳǇƻƴŜƴǘǎ ŀƴŘ ǊŜŀǎƻƴŀōƭŜ ƭŀōƻǊ ŜȄǇŜƴǎŜǎΦ ω Lƴ ǘƘŜ ŜǾŜƴǘ ƻŦ ŀ 

warranty claim, the vacuum unit must be returned to Superabrasive, or an authorized facility, for a 

warranty ƛƴǾŜǎǘƛƎŀǘƛƻƴΣ ŀƴŘ ǎǳōǎŜǉǳŜƴǘ ǿŀǊǊŀƴǘȅ ǊŜǇŀƛǊ ƻǊ ǊŜǇƭŀŎŜƳŜƴǘΦ ω !ƭƭ ǿŀǊǊŀƴǘȅ ǊŜǘǳǊƴǎ Ƴǳǎǘ 

ōŜ ǎƘƛǇǇŜŘ ŦǊŜƛƎƘǘ ǇǊŜǇŀƛŘΦ ω ¢Ƙƛǎ ǿŀǊǊŀƴǘȅ ƛǎ ƛƴ ƭƛŜǳ ƻŦ ŀƴŘ ŜȄŎƭǳŘŜǎ ŜǾŜǊȅ ŎƻƴŘƛǘƛƻƴ ƻŦ ǿŀǊǊŀƴǘȅ ƴƻǘ 

herein expressly set out and all liability for any form of consequential loss or damage is hereby 

expressly excluded. 

The above warranty conditions may be changed only by Superabrasive.  Superabrasive reserves the 

right to inspect and make a final decision on any machine returned under this warranty.  This 

warranty applies to new, used, and demo machines. 

Superabrasive agrees to repair or replace, free of charge, any parts which have failed due to 

manufacturer or material defects.  Repairs must only be performed at authorized service facilities 

that have been approved by Superabrasive.  Shipping and handling fees associated with warranty 

claims must be pre-paid by the customer / claimant. 

In the event that a warranty investigation determines that the damage or unit failure is not 

attributed to manufacturer or material defects, all costs associated with the repair of the vacuum will 

become the direct responsibility of the claimant.  If payment is not rendered for such services, 

Superabrasive will assume ownership of the machine and any associated parts in possession. 

Superabrasive does not authorize any person or representative to make any other warranty, or to 

assume for us any liability in connection with the sale and operation of our products. 
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The manufacturer is also not liable in the event that the customer fails to submit a Warranty 

Certificate, fails to follow manual instructions, uses non-original spare parts, or fails to service/clean 

the vacuum regularly and properly 

1.2 w9¢¦wb th[L/¸ Chw [!±Lb!ϯ VACUUMS 
[!±Lb!ϯ ±ŀŎǳǳƳǎ Ƴŀȅ ōŜ ǊŜǘǳǊƴŜŘΣ ǎǳōƧŜŎǘ ǘƻ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǘŜrms: 

ω ±ŀŎǳǳƳǎ Ƴŀȅ ƴƻǘ ōŜ ǊŜǘǳǊƴŜŘ ǘƻ {ǳǇŜǊŀōǊŀǎƛǾŜ LƴŎΦ ŦƻǊ ŎǊŜŘƛǘ ƻǊ ǊŜǇŀƛǊ ǿƛǘƘƻǳǘ ǇǊƛƻǊ ŀǳǘƘƻǊƛȊŀǘƛƻƴΦ  

Please contact Superabrasive Inc. or your local distributor for authorization and issuance of a return 

authorization number.  This number along with the serial number of the vacuum must be included on 

all packages and correspondences.  Vacuums returned without prior authorization will remain 

ǇǊƻǇŜǊǘȅ ƻŦ ǘƘŜ ǎŜƴŘŜǊ ŀƴŘ {ǳǇŜǊŀōǊŀǎƛǾŜ LƴŎΦ ǿƛƭƭ ƴƻǘ ōŜ ǊŜǎǇƻƴǎƛōƭŜ ŦƻǊ ǘƘŜǎŜΦ ω bƻ ǾŀŎǳǳƳǎ ǿƛƭƭ ōŜ 

credited ŀŦǘŜǊ фл Řŀȅǎ ŦǊƻƳ ǘƘŜ ŘŀǘŜ ƻŦ {ǳǇŜǊŀōǊŀǎƛǾŜΩǎ ƛƴǾƻƛŎŜΦ ω !ƭƭ ǊŜǘǳǊƴǎ Ƴǳǎǘ ōŜ ǎƘƛǇǇŜŘ ŦǊŜƛƎƘǘ 

prepaid.  All returns may be exchanged for other equipment or parts of equal dollar value.  If 

vacuums are not exchanged, they are subject to a fifteen percent (15%) restocking fee. 
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2. GENERAL INFORMATION 
¢Ƙƛǎ ƻǿƴŜǊΩǎ Ƴŀƴǳŀƭ ƛǎ ƛƴǘŜƴŘŜŘ ŦƻǊ ǘƘŜ ƻǇŜǊŀǘƻǊ ƻŦ ǘƘŜ [ŀǾƛƴŀϯ V32GE machine, the servicing 

technician as well as for anyone involved with operating or servicing the machine. We recommend 

that you read the instructions very carefully and follow them strictly. The manual includes 

information about assembling, using, handling, adjusting and maintaining your Lavinaϯ V32GE 

concrete dust collector.  

 

2.1 MANUFACTURER 
Superabrasive was founded in 1987, as a manufacturer of high quality diamond tools for the 

ǎǘƻƴŜ ŀƴŘ ŎƻƴŎǊŜǘŜ ƛƴŘǳǎǘǊȅΦ ¢ƻŘŀȅΣ {ǳǇŜǊŀōǊŀǎƛǾŜ ƛǎ ƻƴŜ ƻŦ ǘƘŜ ǿƻǊƭŘΩǎ ƭŜŀŘƛƴƎ ŎƻƳǇŀƴƛŜǎ ƛƴ ǘƘŜ 

production of diamond tools and floor grinding machinery. At Superabrasive, we strive to deliver the 

very best solutions to our customers, and enable them to work more efficiently.  

 

2.2 GENERAL DESCRIPTION 
[ŀǾƛƴŀϯ ±онGE dust collector is designed for sucking and separating dry, non-combustible and 

non-explosion dust. Dust laden air is sucked through at high speed via the suction hose. When the 

dust engage the vacuum, it is been separated in four stages. The first one is the integrated pre-

separator, which captures around 90% of the large dust particles (the efficiency depends on the dust 

particle size ς the larger the better). In the next stage, the smaller dust particles that passed through 

the pre-separator engage the filter chamber, where a second cyclone is formed around the filter 

itself, which prevents larger dust particles to engage it. The next two stages are the main filter and 

the HEPA filter. The machine is designed to clean the primary filter by impulse reverse airflow. To 

diǎŎƘŀǊƎŜ ǘƘŜ Řǳǎǘ ŦǊƻƳ ǘƘŜ ǾŀŎǳǳƳΩǎ ŎȅƭƛƴŘŜǊǎΣ ǘƘŜ ŦƻƭƭƻǿƛƴƎ Ƴǳǎǘ ōŜ ŘƻƴŜΥ 

 The separated dust accumulates in the cyclone until you open the valve situated on the 

ǾŀŎǳǳƳΩǎ ƘƻƻŘ ƻǊ the machine is switched off. Either way the dust drops through the bottom flap 

into the plastic bag. 

 

[ŀǾƛƴŀϯ ±онGE dust collector has two hoses: 

  -Main hose with Cam Lock to connect to the grinding and polishing machine; 

  -Accessory hose with cuff for the wand; 

 

WARNING!  

The dust collector Lavinaϯ V32GE is manufactured and fitted for the above-mentioned applications 

only! Every other use may possess risks to the persons involved. 
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3. MAIN COMPONENTS AND CONTROLS 
 Lavina V32GE comes in two variations. Basic one with manual filter cleaning and a variation 

equipped with automatic filter cleaning system. Also there is the option to upgrade your manual 

cleaning vacuum by installing automatic cleaning kit. 

3.1 LAVINA V32GE WITH MANUAL FILTER CLEANING. 

 

1. Fixed wheel (2 total); 

2. Caster locking wheel (2 total); 

3. Holders for the steel wand; 

4. Handle; 

5. Pre-separator body; 

6. Pre-separator head cover; 

7. Filter chamber head cover; 

8. Filter chamber; 

9. Holder for LONGht!/ϯ ǿŀǎǘŜ ǎȅǎǘŜƳ 

(2 total); 

10. Signal lamp; 

11. Propane tank; 

12. Strap; 

13. Power unit assembly; 

14. Rear service cover; 

15. Vacuum pressure gauge; 

16. HEPA filter chamber; 

17. Handle for jet pulse filter cleaning; 

18. Valve; 

19. оΩΩ CŜƳŀƭŜ ŎŀƳƭƻŎƪ; 

20. Throttle kit; 

21. Start/Stop engine switch; 

22. Hour meter;

 

 

 

 

Figure 3.1 
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3.2 LAVINA V32GE WITH AUTOMATIC FILTER CLEANING.

 

1. Fixed wheel (2 total); 

2. Caster locking wheel (2 total); 

3. Holders for the steel wand; 

4. Handle; 

5. Pre-separator body; 

6. Pre-separator head cover; 

7. Filter chamber head cover; 

8. Filter chamber; 

9. IƻƭŘŜǊ ŦƻǊ [hb/ht!/ϯ ǿŀǎǘŜ ǎȅǎǘŜƳ 

(2 total); 

10. Signal lamp; 

11. Propane tank; 

12. Strap; 

13. Power unit assembly; 

14. Rear service cover; 

15. Vacuum pressure gauge; 

16. HEPA filter chamber; 

17. Handle for jet pulse filter cleaning; 

18. Valve; 

19. оΩΩ CŜƳŀƭŜ ŎŀƳƭƻŎƪΤ 

20. Throttle kit; 

21. Potentiometer; 

22. Start/Stop engine switch; 

23. Forced cleaning button; 

24. Hour meter;

Label Data - The data on the label provides the correct kW, weight and dimensions; Weight (needed 

for transportation purposes); production year and serial number (needed for maintenance 

purposes). 

Customer Service - For customer assistance and technical support call your local distributor or call 

Superabrasive Inc. at 1-800-987-8403 or visit us at www.superabrasive.com , where you can 

download a copy of this manual. 

Figure 3.2 

http://www.superabrasive.com/
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4. TECHNICAL DATA 
 

Table 4.1 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5.SAFETY PRECAUTIONS 
 

5.1 RECOMMENDED USE 
¢ƘŜ [!±Lb!ϯ V32GE vacuum is designed and manufactured for use with concrete, terrazzo 

ŀƴŘ ƴŀǘǳǊŀƭ ǎǘƻƴŜ ŦƭƻƻǊǎΦ  Lǘ ƛǎ ǊŜŎƻƳƳŜƴŘŜŘ ŦƻǊ ǳǎŜ ǿƛǘƘ [!±Lb!ϯ ƳŀŎƘƛƴŜǎΦ  ¢Ƙƛǎ ǾŀŎǳǳƳ ƛǎ ǊŀǘŜŘ 

for dry use only, and with a machine of appropriate size.  For more information, please contact 

Superabrasive. 

5.2 PROHIBITED USE  
The vacuum MUST NOT be used:  

ω CƻǊ ŀǇǇƭƛŎŀǘƛƻƴǎ ŘƛŦŦŜǊŜƴǘ ŦǊƻƳ ǘƘƻǎŜ ǎǘŀǘŜŘ ƛƴ ǘƘƛǎ ƳŀƴǳŀƭΤ  

ω CƻǊ ŎƻƭƭŜŎǘƛƴƎ ƴƻƴ-suitable materials (asbestos or other toxic materials) ; 

ω Lƴ ŜƴǾƛǊƻƴƳŜƴǘǎ ǿƘƛŎƘ όмύ tƻǎǎŜǎǎ ǘhe risk of explosion, (2) Possess high concentration of powders 

or oil substances in the air, (3) Possess the risk of fire, (4) Feature inclement conditions, (5) Possess 

electromagnetic radiation; 

[!±Lb!ϯ ±онGE TECHNICAL DATA 

V32GE Power/KW/hp/ 
kW 14.2  

HP 19  

Main Filter  CONICAL FILTER 

Main Filter area 
m 2 5 

ft 2 53.8  

Filter cleaning  Manual/Automatic(optional) 

HEPA filter area 
m 2 4 

ft 2 43  

Longopac  YES 

Main hose 
mmxm 75 x 10 

inxft 3 x 32 

Accessory hose 
mmxm 50 x 6.5 

inxft 2 x 21.3 

Airflow (max) 
m3/h 800  

CFM 470.9 

Vacuum max 

 

bar 0.28 

(inchH2O) 112.5 

Dimensions 
(L*W*H ) 

mm 1300x800x1775 

in 51x31.5x69.8 

Weight 
kg 330  

lbs 730 



Superabrasive hǿƴŜǊΩǎ Ƴanual original language ς Lavinaϯ   V32GE 05/2022 
 
 

 
11 

 

5.3 PREPARATION FOR WORK 
Ensure that: 

ω ¸ƻǳ ƘŀǾŜ ǎŜŎǳǊŜŘ ǘƘe working area, so that no person unfamiliar with operating the vacuum can 

enter the area; 

 ω ¢ƘŜ ǾŀŎǳǳƳ ƛǎ ƴƻǘ ƳƛǎǎƛƴƎ ǇŀǊǘǎΤ 

ω ¢ƘŜ ǾŀŎǳǳƳ ƛǎ ƛƴ ŀƴ ǳǇǊƛƎƘǘΣ ǿƻǊƪƛƴƎ ǇƻǎƛǘƛƻƴΤ  

ω !ƭƭ ǇǊƻǘŜŎǘƛƻƴ ŘŜǾƛŎŜǎ ŀǊŜ ǿƻǊƪƛƴƎ ǇǊƻǇŜǊƭȅΤ  

5.4 STOP FUNCTIONS    
Functions for arresting of the machine include following: 

 ω {ǘŀǊǘκ{ǘƻǇ ƛƎƴƛǘƛƻƴ ǎǿƛǘŎƘΤ 

5.5 SAFE USE    
¢ƘŜ [!±Lb!ϯ ±онGE is designed to eliminate all potential risks associated with its use.  However, 

accidents may occur if unskilled or uninstructed workers fail to heed the list of potential risks below:  

ω tƻǎƛǘƛƻƴ wƛǎƪǎ ŘǳŜ ǘƻ ƻǇŜǊŀǘƻǊΩǎ ƛƴŎƻǊǊŜŎǘ ǿƻǊƪƛƴƎ Ǉƻǎƛǘƛƻƴ;  

 ω Tangling Risks due to wearing inappropriate working clothes;  

ω ¢ǊŀƛƴƛƴƎ wƛǎƪǎ ŘǳŜ ǘƻ ƭŀŎƪ ƻŦ ƻǇŜǊŀǘƛƻƴŀƭ ǘǊŀƛƴƛƴƎ; 

NOTE: Machine operators should follow the instructions in the manual at all times. 

RESIDUAL RISKS During normal operating and maintenance cycles, the operator is exposed to some. 

5.6 BEFORE YOU BEGIN  
 ω ¢ƘŜ ǿƻǊƪƛƴƎ ŀǊŜŀ Ƴǳǎǘ ōŜ ŎƭŜŀǊ ŦǊƻƳ ŀƴȅ ŘŜōǊƛǎ ƻǊ ƻōƧŜŎǘǎΦ 

ω ! ŦƛǊǎǘ-time operator must always read the manual and heed all safety instructions.  

 ω tŜǊŦƻǊƳ ƎŜƴŜǊŀƭ Řŀƛƭȅ ƛƴǎǇŜŎǘƛƻƴǎ ƻŦ ǘƘŜ Ǿŀcuum and inspect the vacuum before each use for any 

sign of damage.  

ω LƴǎǇŜŎǘ ŀƭƭ ǎŀŦŜǘȅ ŘŜǾƛŎŜǎΦ 

 ω ¢ƘŜ ǾŀŎǳǳƳ filters must be clean and the hose should be connected. 

5.7 OPERATING THE VACUUM 
   ²ƘŜƴ ƻǇŜǊŀǘƛƴƎ ǘƘŜ [!±Lb!ϯ ±онGE, be sure that no one else is within close proximity to the 

vacuum.  Never leave the vacuum unattended while working.  The hose must move freely, be 

damage-free, and should never run beneath the vacuum or machine.  Check the floor prior to 

ōŜƎƛƴƴƛƴƎ ŀƴȅ ǿƻǊƪΣ ŀƴŘ ŜƴǎǳǊŜ ǘƘŀǘ ƛǘΩǎ ƴƻt too uneven, which can cause damage to the vacuum. 

5.8 AFTER WORK IS COMPLETED 
When work is complete, clean the vacuum and its surroundings sufficiently, empty all dust / debris, 

secure the hose, and store the vacuum in a safe and secure place. 

5.9 THE WORK AREA  
Ensure that the area is free of unauthorized people or vehicles, hoses, and always check the floor for 

debris. 
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5.10 PERSONAL PROTECTIVE EQUIPMENT (PPE) 
     When operating the machine, always wear safety shoes, ear protectors, safety gloves (especially 

when changing tools), and suitable clothing.  All persons within the immediate working area must 

wear safety glasses with side shields. 

5.11 OPERATOR 
    ¢ƘŜ ƻǇŜǊŀǘƻǊ Ƴǳǎǘ ōŜ ŀǿŀǊŜ ƻŦ ǘƘŜ ǾŀŎǳǳƳΩǎ ǿƻǊƪ ŜƴǾƛǊƻƴƳŜƴǘΣ ōŜ ǇǊƻǇŜǊƭȅ ǘǊŀƛƴŜŘ ǇǊƛƻǊ ǘƻ 

operating the equipment, and fully understand this manual.  Only one operator may work with the 

machine at a single time. The operator must understand and interpret all the drawings and designs in 

manual, understand all sanitation and safety regulations pertaining to its operation, have floor 

grinding experience, know how to perform in an emergency situation, and have an adequate 

technical knowledge.  

ω ¢ƘŜ Řǳǎǘ ŎƻƭƭŜŎǘƻǊ ǎƘƻǳƭŘ ƻƴƭȅ ōŜ ƻǇŜǊŀǘŜŘ ƛƴ ŜƴǾƛǊƻƴƳŜƴǘǎ ǿƛǘƘ ŀ ǘŜƳǇŜǊŀǘǳǊŜ ōŜǘǿŜŜƴ пмϲC ŀƴŘ 

ммоϲC όрϲ/ ǘƻ прϲ/ύ ŀƴŘ ŀ ƳŀȄƛƳǳƳ ǊŜƭŀǘƛǾŜ ƘǳƳƛŘƛǘȅ ƻŦ тл҈Φ 

ω ¢ƘŜ ǿƻǊƪ ŜƴǾƛǊƻƴƳŜƴǘ ŦƻǊ ǘƘŜ ǾŀŎǳǳƳ ǎƘƻǳƭŘ ōŜ ŎƭŜŀƴΣ ǿŜƭƭ-lit, and free of combustible elements. 

ω ¢ƘŜ Řǳǎǘ ŎƻƭƭŜŎǘƻǊ ǎƘƻǳƭŘ ƴƻǘ ōŜ ƻǇŜǊŀǘŜŘ ǿƛǘƘƻǳǘ ǘƘŜ ǇǊƻǇŜǊ ŦƛƭǘŜǊǎ ƛƴǎǘŀƭƭŜŘΦ  ¢Ƙƛǎ ŎƻǳƭŘ Ǉƻǎǎƛōƭȅ 

result in damage to the machine, and cause harm to surrounding personnel. 

ω 5ƻ ƴƻǘ ƻǇŜƴ ǘƘŜ ǿŀǎǘŜ ŎƻƴǘŀƛƴŜǊ ƻǊ ƳƻǘƻǊ ƘŜŀŘ ŀǎǎŜƳōƭȅ ǿƘƛƭŜ ǘƘŜ ǾŀŎǳǳƳ ƛǎ ƻǇŜǊŀǘƛƴƎΦ 

ω 5ƻ ƴƻǘ ǾŀŎǳǳƳ ŀƴȅ ŦƭŀƳƳŀōƭŜ ƳŀǘŜǊƛŀƭǎ ƻǊ ǎǳōǎǘŀƴŎŜǎ ǎǳŎƘ ŀǎ ŦǳŜƭǎΣ ǎƻƭǾŜƴǘǎΣ ŜǘŎΦ  ! Řǳǎǘ ŎƻƭƭŜŎǘƻǊ 

must be specifically designed and labeled for such operation.  When grinding epoxy, first ensure that 

the epoxy is non-toxic. 

ω 5ƻ ƴƻǘ ǾŀŎǳǳƳ ŀƴȅ ŎƻǊǊƻǎƛǾŜ ǎǳōǎǘŀƴŎŜǎ ǳƴƭŜǎǎ ǘƘŜ ǾŀŎǳǳƳ ƛǎ ǎǇŜŎƛŦƛŎŀƭƭȅ ƻǳǘŦƛǘǘŜŘ ǿƛǘƘ ŎƻƴǘŀƛƴŜǊǎ 

suitable for this purpose. 

ω Do not vacuum any burning, smoldering, or hot materials.  This could result in a possible explosion 

and/or damage to the vacuum components. 

ω LŦ ǘƻȄƛŎ ƻǊ ƘŀǊƳŦǳƭ ǎǳōǎǘŀƴŎŜǎ ŀŎŎƛŘŜƴǘŀƭƭȅ ŜƴǘŜǊ ǘƘŜ ǾŀŎǳǳƳ ŎƭŜŀƴŜǊΣ ǘƘŜ ŎƻƴǘŀƛƴŜǊ ŀƴŘ ŦƛƭǘŜǊǎ Ƴǳǎǘ 

be removed and cleaned immediately using the proper protective equipment and safety procedures. 

ω ¦ǘƛƭƛȊŜ ǘƘŜ ƭƻŎƪƛƴƎ ŎŀǎǘŜǊ ǿƘŜŜƭ ǘƻ ǇǊŜǾŜƴǘ ƳƻǾŜƳŜƴǘ ǿƘƛƭŜ ǿƻǊƪ ƛǎ ōŜƛƴƎ ǇŜǊŦƻǊƳŜŘΦ 

ω ²ƘŜƴ ƳƻǾƛƴƎ ǘƘŜ Řǳǎǘ ŎƻƭƭŜŎǘƻǊΣ ƴŜǾŜǊ Ǉǳƭƭ ƻƴ ǘƘŜ ǾŀŎǳǳƳ ƘƻǎŜΦ   CƻǊ ǘƘƛǎ ǇǳǊǇƻǎŜΣ ŀƭways use the 

designated handles mounted on the machine.  

ω CƻǊ ǘƘƛǎ ǎǇŜŎƛŦƛŎ Řǳǎǘ ŎƻƭƭŜŎǘƻǊΣ ǎƻǳƴŘ ǘŜǎǘǎ ƛƴŘƛŎŀǘŜ ǘƘŀǘ ǘƘŜ ŜƳƛǘǘŜŘ ƴƻƛǎŜ ƛǎ ƭŜǾŜƭ ƛǎ ƳŜŀǎǳǊŜŘ ŀǘ ŀ 

maximum of 75 decibels (dBA), for a distance of 1 meter from the machine (and height of 1.60 

meters).  The vibrations emitted from the machine have been measured at a maximum value of 2.5 

ƳκǎнΦ ω /!¦¢LhbΥ  ¢ƘŜ bŀǘƛƻƴŀƭ LƴǎǘƛǘǳǘŜ ŦƻǊ hŎŎǳǇŀǘƛƻƴŀƭ {ŀŦŜǘȅ ŀƴŘ IŜŀƭǘƘ όbLh{Iύ ǊŜŎƻƳƳŜƴŘǎ 

that exposure to noise in the working environment be maintained below a level equivalent to 85 dBA 

for a period of eight hours, in order to minimize occupational, noise induced hearing loss.  Any 

persons working in proximity of the vacuum cleaner should wear the proper hearing protection in 

order to prevent hearing loss.  Please refer to your local laws and regulations for further information 

on the matter. 

ω ²ƘŜƴ ǎǘƻǊƛƴƎ ǘƘŜ ǾŀŎǳǳƳΣ ǘƘŜ ŦƛƭǘŜǊ ǎƘƻǳƭŘ ōŜ ǊŜƳƻǾŜŘ ŀƴŘ ŎƭŜŀƴŜŘΣ ŀƴŘ ǘƘŜ ǿŀǎǘŜ ŎƻƴǘŀƛƴŜǊ 

ǎƘƻǳƭŘ ōŜ ŜƳǇǘƛŜŘ ƻŦ ŘŜōǊƛǎΦ  {ǘƻǊŜ ǘƘŜ ǾŀŎǳǳƳ ƛƴ ǘŜƳǇŜǊŀǘǳǊŜǎ ōŜǘǿŜŜƴ онϲC ŀƴŘ млпϲC όлϲ/ ŀƴŘ 

плϲ/ύΦ  /ƻǾŜǊ ǘƘŜ ǾŀŎǳǳƳ ƛƴ ƻǊŘŜǊ ǘƻ ǇǊƻǘŜŎǘ ƛǘ ŦǊƻƳ ŀŎŎǳƳǳƭŀǘƛƴƎ ŘŜōǊƛǎ ŀƴŘκ ƻǊ ŜƴǾƛǊƻƴƳŜƴǘŀƭ 

elements. 
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5.12 PROPANE SAFETY  
Propane is a flammable gas whose vapors are heavier than air. As is the case with gasoline, propane 

can explode if the proper cautions are not heeded. Propane is odorized with an agent having a 

distinct odor that is recognizable at very low concentrations. This helps in identifying leaks, even 

when they are small.  

¶ Awareness and basic safety precautions are required when working with propane. As long as these 
precautions are followed, risk is negligible. Ignorance, however, could pose needless risk. 

¶ The two greatest hazards with propane powered floor care machines are:  
- Carbon Monoxide Poisoning: This is the most frequently reported incident associated with 

propane powered floor care machines and is caused by excessive exhaust emissions. The 
symptoms are headache, dizziness and nausea. A major cause involves engines with poor 
preventive maintenance practices, usually those with dirty air filters and machines operated 
in confined areas without adequate ventilation. Another cause may be substandard, 
inexpensive machines with no emissions control technology and improperly set carburetion. 

- Overfilled Fuel Cylinders: Nearly all fire-related incidents reported result from bringing a 
cylinder into a building without first checking for overfill. This action is dangerous, unwise, and 
unnecessary. 

5.13 FIRE SAFETY   
¶ Be aware of the potential dangers of fire or explosion when using propane, and take normal fireȤ

safety precautions. 
Fire: There is a possibility of fire from LPG vapor leaking or venting from fuel cylinders or carburetion  

SAFETY PRECAUTIONS, Continued equipment.  

Explosion: LPG vapor concentrated or confined to a small, restricted space may explode or ignite. 

Propane may experience a BLEVE, a boiling liquid expanding vapor explosion. 

Emissions: All propane-powered floor care machines produce emissions. Most are harmless, but 

some are dangerous and can be fatal. Carbon monoxide (CO) poses the greatest risk, since CO can be 

lethal within as little as 30 minutes exposure at a concentration of 3, 000 parts per million (ppm) 

concentration. 

5.14 LOCAL AGENCIES AND REGULATIONS 
¶ bCt!  

hǇŜǊŀǘƛƴƎ ŀ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ŎŀǊŜ ƳŀŎƘƛƴŜ ǊŜǉǳƛǊŜǎ ŎƻƳǇƭƛŀƴŎŜ ǿƛǘƘ ŎŜǊǘŀƛƴ ǎŀŦŜǘȅ 
ǊŜƎǳƭŀǘƛƻƴǎΦ ¢ƘŜ bŀǘƛƻƴŀƭ CƛǊŜ tǊƻǘŜŎǘƛƻƴ !ƎŜƴŎȅ όbCt!ύ {ǘŀƴŘŀǊŘ ŦƻǊ {ǘƻǊŀƎŜ ŀƴŘ IŀƴŘƭƛƴƎ ƻŦ [t Dŀǎ 

ƛǎ ǘƘŜ ŀǇǇǊƻǇǊƛŀǘŜ ŀǳǘƘƻǊƛǘȅ ŦƻǊ ǎŀŦŜ ǇǊƻǇŀƴŜ ǳǎŜΦ ! ŎƻǇȅ ƻŦ ǘƘƛǎ ǇǳōƭƛŎŀǘƛƻƴ ƛǎ ŀǾŀƛƭŀōƭŜ ǘƘǊƻǳƎƘ ǘƘŜ 
btC! ƛƴ vǳƛƴŎȅΣ a! όмπуллπоопπорррύΦ 

!ƳƻƴƎ ƛǘǎ ǊŜƎǳƭŀǘƛƻƴǎΣ bCt! Іру ǊŜǉǳƛǊŜǎ ǘƘŀǘ ŀƭƭ ǇŜǊǎƻƴƴŜƭ 

ŜƳǇƭƻȅŜŘ ƛƴ ǘƘŜ ƘŀƴŘƭƛƴƎ ƻŦ ǇǊƻǇŀƴŜ Ǝŀǎ ōŜ ǘǊŀƛƴŜŘ ƛƴ ƛǘǎ ǇǊƻǇŜǊ ƘŀƴŘƭƛƴƎ ŀƴŘ ƻǇŜǊŀǘƛƴƎ ǇǊƻŎŜŘǳǊŜǎΦ 
Lǘ ŀƭǎƻ ǊŜǉǳƛǊŜǎ ǘƘŜƳ ǘƻ ŎŀǊǊȅ ŀ ǿǊƛǘǘŜƴ ŎŜǊǘƛŦƛŎŀǘƛƻƴ ŦǊƻƳ ǘƘŜƛǊ ŜƳǇƭƻȅŜǊ ƻǊ ǘǊŀƛƴƛƴƎ ǎǳǇŜǊǾƛǎƻǊ ǘƻ 
ŀǘǘŜǎǘ ǘƻ ǎǳŎƘ ǘǊŀƛƴƛƴƎΦ !ƭǘƘƻǳƎƘ ǘƘƛǎ ƛǎ ŘƛǊŜŎǘŜŘ Ƴŀƛƴƭȅ ǘƻ ǘƘƻǎŜ ǿƘƻ Ŧƛƭƭ ŀƴŘ ǘǊŀƴǎǇƻǊǘ ƭƛǉǳƛŘ ǇǊƻǇŀƴŜ 
ƎŀǎΣ hƴȅȄ 9ƴǾƛǊƻƴƳŜƴǘŀƭ {ƻƭǳǘƛƻƴǎ ǊŜŎƻƳƳŜƴŘǎ ǘƘŀǘ ƻǇŜǊŀǘƻǊǎ ƻŦ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ŎŀǊŜ 
ƳŀŎƘƛƴŜǎ ƛƴ ǇǳōƭƛŎ ǇƭŀŎŜǎ ōŜ ǘǊŀƛƴŜŘ ŀƴŘ ŎŜǊǘƛŦƛŜŘ ŀǎ ǿŜƭƭΦ 

²ƛǘƘ ǊŜƎŀǊŘ ǘƻ ƻǇŜǊŀǘƛƻƴ ƻŦ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ŎŀǊŜ ŜǉǳƛǇƳŜƴǘΣ ŜǾŜƴ ǘƘƻǳƎƘ bCt! Іру уπпΦр 

ǎŀȅǎ άǘƘŜǎŜ ƳŀŎƘƛƴŜǎ ǎƘŀƭƭ ōŜ ǇŜǊƳƛǘǘŜŘ ǘƻ ōŜ ǳǎŜŘ ƛƴ ōǳƛƭŘƛƴƎǎ ŦǊŜǉǳŜƴǘŜŘ ōȅ ǘƘŜ ǇǳōƭƛŎΣ ƛƴŎƭǳŘƛƴƎ 
ǘƘŜ ǘƛƳŜǎ ǿƘŜƴ ǎǳŎƘ ōǳƛƭŘƛƴƎǎ ŀǊŜ ƻŎŎǳǇƛŜŘ ōȅ ǘƘŜ ǇǳōƭƛŎΣέ hƴȅȄ 9ƴǾƛǊƻƴƳŜƴǘŀƭ {ƻƭǳǘƛƻƴǎ ǎǳƎƎŜǎǘǎ 
ǳǎŀƎŜ ǿƘŜƴ ƻŎŎǳǇŀƴŎȅ ƻŦ ŀ ƎƛǾŜƴ ǿƻǊƪ ŀǊŜŀ ƛǎ ƳƛƴƛƳŀƭΦ 

¶ /!w. κ 9t!  
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¢ƘŜ /ŀƭƛŦƻǊƴƛŀ !ƛǊ wŜǎƻǳǊŎŜ .ƻŀǊŘ ό/!w.ύ ŀƴŘ 9ƴǾƛǊƻƴƳŜƴǘŀƭ tǊƻǘŜŎǘƛƻƴ !ƎŜƴŎȅ ό9t!ύ ŀƭǎƻ ǎŜǘ ƭƛƳƛǘǎ 
ŦƻǊ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŜƴƎƛƴŜǎ ǳǎŜŘ ƻǳǘŘƻƻǊǎΣ ōǳǘ /!w.κ9t! ŀǇǇǊƻǾŀƭ ŘƻŜǎ ƴƻǘ ǎƛƎƴƛŦȅ ǘƘŀǘ ǘƘŜ 
ŜƴƎƛƴŜ ƛǎ ǎŀŦŜ ǘƻ ǳǎŜ ƛƴŘƻƻǊǎΦ 

¶ /D! 
¢ƘŜ /ŀƴŀŘƛŀƴ Dŀǎ !ǎǎƻŎƛŀǘƛƻƴ ό/D!ύ Ƙŀǎ ǎŜǘ ŀ ƭƛƳƛǘ ƻŦ мрлл ǇǇƳ /h ƛƴ ŜȄƘŀǳǎǘ ŦƭƻǿΦ 

¶ h{I!  
CƻǊ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ƳŀŎƘƛƴŜǎ ǳǎŜŘ ƛƴŘƻƻǊǎΣ ǘƘŜ hŎŎǳǇŀǘƛƻƴŀƭ IŜŀƭǘƘ ŀƴŘ {ŀŦŜǘȅ !ŘƳƛƴƛǎǘǊŀǘƛƻƴ 
όh{I!ύ Ƙŀǎ ŜǎǘŀōƭƛǎƘŜŘ ŀ ƭƛƳƛǘ ƻŦ рл ǇǇƳ /h ŦƻǊ у ƘƻǳǊ ǘƛƳŜ ǿŜƛƎƘǘŜŘ ŀǾŜǊŀƎŜ ό¢²!ύ ƛƴ ŀƳōƛŜƴǘ ŀƛǊ 
ŀƴŘ ƛǎ ŎƻƴǎƛŘŜǊƛƴƎ ŀ ƭƛƳƛǘ ƻŦ улл ǇǇƳ /h ƛƴ ŜȄƘŀǳǎǘ ŦƭƻǿΦ 

¶ 5h¢  
¢ƘŜ 5ŜǇŀǊǘƳŜƴǘ ƻŦ ¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ ό5h¢ύ Ƙŀǎ ŜǎǘŀōƭƛǎƘŜŘ ǊŜƎǳƭŀǘƛƻƴǎ ǊŜƎŀǊŘƛƴƎ ǘƘŜ ǎŀŦŜǘȅ ƻŦ ŦǳŜƭ  

 

ŎȅƭƛƴŘŜǊǎ ƛƴŎƭǳŘƛƴƎ ǘƘŜ ƻƴŜǎ ǳǎŜŘ ƻƴ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ŎŀǊŜ ƳŀŎƘƛƴŜǎΦ 

¶ [ƻŎŀƭ !ƎŜƴŎƛŜǎ  
[ƻŎŀƭ ƭŀǿ ŜƴŦƻǊŎŜƳŜƴǘ ŀƎŜƴŎƛŜǎ ǎǳŎƘ ŀǎ ǘƘŜ ƭƻŎŀƭ CƛǊŜ aŀǊǎƘŀƭƭ ŀƭǎƻ ǊŜƭȅ ƻƴ ƛƴŘŜǇŜƴŘŜƴǘ ǘŜǎǘƛƴƎ ƭŀōǎ 
ǎǳŎƘ ŀǎ ¦[ ŀƴŘ /D! ōŜŦƻǊŜ ƎƛǾƛƴƎ ǘƘŜƛǊ ŀǇǇǊƻǾŀƭ ƻŦ ǘƘŜ ǳǎŜ ƻŦ ǎƻƳŜ ŜǉǳƛǇƳŜƴǘΦ ¢ƘŜǎŜ ƭŀōǎ 
ǘƘƻǊƻǳƎƘƭȅ ǘŜǎǘ ŜǉǳƛǇƳŜƴǘ ŀƴŘ ǎǳōƳƛǘ ǘƘŜƛǊ ǎǘŀƳǇ ƻŦ ŀǇǇǊƻǾŀƭ ƻƴƭȅ ŀŦǘŜǊ ǊƛƎƻǊƻǳǎ ǘŜǎǘƛƴƎΦ ²ƘƛƭŜ ƴƻǘ 
ōŜƛƴƎ ǊŜǉǳƛǊŜŘ ōȅ ŀƭƭ ƭŀǿ ŜƴŦƻǊŎŜƳŜƴǘ ŀƎŜƴŎƛŜǎΣ ǘƘŜ ǎǘŀƳǇ ƻŦ ŀǇǇǊƻǾŀƭ ōȅ ǘƘŜǎŜ ŀƎŜƴŎƛŜǎ ŦǳǊǘƘŜǊ 
ŀǎǎǳǊŜǎ ǘƘŜ ƻǇŜǊŀǘƻǊ ǘƘŀǘ ƘŜ ƻǊ ǎƘŜ ƛǎ ǿƻǊƪƛƴƎ ǿƛǘƘ ŀƴŘ ŀǊƻǳƴŘ ǎŀŦŜ ŜǉǳƛǇƳŜƴǘΦ 

bh¢9Υ Lƴ ƻǊŘŜǊ ǘƻ ǊŜŘǳŎŜ ŀƭƭ ŎƻƴǎŜǉǳŜƴŎŜǎ ƻŦ ǘƘŜ ŀōƻǾŜ ƳŜƴǘƛƻƴŜŘ ǊƛǎƪǎΣ ǿŜ ŀŘǾƛǎŜ ǘƘŀǘ ƳŀŎƘƛƴŜ 
ƻǇŜǊŀǘƻǊǎ ǿƛƭƭ Ŧƻƭƭƻǿ ǘƘŜ ƛƴǎǘǊǳŎǘƛƻƴǎ ƛƴ ǘƘŜ Ƴŀƴǳŀƭ ŀǘ ŀƭƭ ǘƛƳŜǎΦ 

5.15 PROPANE CYLINDERS   
¶ ¢ƘŜ tǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ŀǊŜ ŎƻƴǎǘǊǳŎǘŜŘ ƻŦ ŜƛǘƘŜǊ ŀƭǳƳƛƴǳƳ ƻǊ ǎǘŜŜƭΦ ²Ŝ ǊŜŎƻƳƳŜƴŘ ŀƭǳƳƛƴǳƳ 
ōŜŎŀǳǎŜ ƛǘ ƛǎ ƭƛƎƘǘŜǊ ŀƴŘ ƎǳŀǊŘǎ ŀƎŀƛƴǎǘ ǊǳǎǘƛƴƎΦ ¢ƘŜ ŎȅƭƛƴŘŜǊ ǳǎŜŘ ƻƴ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ 
ƳŀŎƘƛƴŜǎ ƛǎ ŎƭŀǎǎƛŦƛŜŘ ŀǎ ŀ п9нпл ŎȅƭƛƴŘŜǊΦ Lǘǎ ǊŀǘŜŘ ŎŀǇŀŎƛǘȅ ƛǎ нл ƭōǎΦ ŀƴŘ ǘƘƛǎ ŘŜǎƛƎƴŀǘƛƻƴ ǊŜŦŜǊǎ 
ǘƻ ǘƘŜ ƳƻŘŜƭ ƻŦ ǘƘŜ ŎȅƭƛƴŘŜǊΦ !Ŏǘǳŀƭ ǇǊƻǇŀƴŜ ŎŀǇŀŎƛǘȅ ŀŎƘƛŜǾŜŘ ŘǳǊƛƴƎ ŦƛƭƭƛƴƎ Ŏŀƴ ōŜ ƭŜǎǎ ǘƘŀƴΣ 
Ŝǉǳŀƭ ǘƻΣ ƻǊ ǎƭƛƎƘǘƭȅ ƳƻǊŜ ǘƘŀƴ нл ƭōǎΦ ¦ǎŜ ƻƴƭȅ ¦[Σ /¢/κ5h¢ ƭƛǎǘŜŘ ŎȅƭƛƴŘŜǊǎΦ 

¶  ¢ƘŜ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊ ǳǎŜŘ ƻƴ ǘƘŜ ƳŀŎƘƛƴŜ ƛǎ ŀ ƳƻǘƻǊ ŦǳŜƭ ŎȅƭƛƴŘŜǊ ŀǎ ƭƛǎǘŜŘ ōȅ ǘƘŜ 5ŜǇŀǊǘƳŜƴǘ 

ƻŦ ¢ǊŀƴǎǇƻǊǘŀǘƛƻƴΦ ¦ƴƭƛƪŜ ǘƘŜ ŎƻƳƳƻƴ нлπƭō ǇǊƻǇŀƴŜ ƻǳǘŘƻƻǊ ƎǊƛƭƭ ŎȅƭƛƴŘŜǊǎ όǿƘƛŎƘ ŀǊŜ ƴƻǘ ƭŜƎŀƭ 
ŦƻǊ ǳǎŜ ƻƴ ǇǊƻǇŀƴŜ ŦƭƻƻǊ ƳŀŎƘƛƴŜǎύΣ ǘƘŜ ƳƻǘƻǊ ŦǳŜƭ ŎȅƭƛƴŘŜǊ Ƙŀǎ ŀ ƴǳƳōŜǊ ƻŦ ǎŀŦŜǘȅ ǎȅǎǘŜƳǎ 
ŘŜǎƛƎƴŜŘ ƛƴǘƻ ƛǘ ǘƻ ŜƴǎǳǊŜ ȅƻǳǊ ǎŀŦŜǘȅ ŀǘ ŀƭƭ ǘƛƳŜǎΦ 

¶  ¢ƘŜǊŜ ŀǊŜ ǘǿƻ ǘȅǇŜǎ ƻŦ нл ƭōΦ ƳƻǘƻǊ ŦǳŜƭ ŎȅƭƛƴŘŜǊǎΦ 

[ƛǉǳƛŘ ŘǊŀǿ 

±ŀǇƻǊ ŘǊŀǿ 

¶  ¢ƘŜ ƭƛǉǳƛŘ ŘǊŀǿ ŎȅƭƛƴŘŜǊ ƛǎ ǳǎŜŘ ƻƴ ƭŀǊƎŜǊ ǾŜƘƛŎƭŜǎ ƭƛƪŜ ŦƻǊƪƭƛŦǘǎΦ ¢ƘŜǎŜ ƳŀŎƘƛƴŜǎ ƘŀǾŜ ǎǇŜŎƛŀƭ 
ǾŀǇƻǊƛȊƛƴƎ ŎŀǊōǳǊŜǘƻǊǎ ǘƻ ŀƭƭƻǿ ǘƘŜ ǇǊƻǇŀƴŜ ǘƻ ŎƘŀƴƎŜ ŦǊƻƳ ŀ ƭƛǉǳƛŘ ǘƻ ŀ Ǝŀǎ ōŜŦƻǊŜ ōŜƛƴƎ 
ōǳǊƴŜŘ ƛƴ ǘƘŜ ŎƻƳōǳǎǘƛƻƴ ŎƘŀƳōŜǊΦ 

¶  ¢ƘŜ ǾŀǇƻǊ ŘǊŀǿ ŎȅƭƛƴŘŜǊ ƛǎ ǳǎŜŘ ƻƴ ǎƳŀƭƭ ƳŀŎƘƛƴŜǎ ƭƛƪŜ ǘƘŜ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ŎŀǊŜ 
ƳŀŎƘƛƴŜǎΦ ¢ƘŜ ǾŀŎǳǳƳ ƎŜƴŜǊŀǘŜŘ ōȅ ǘƘŜ ŜƴƎƛƴŜ ŘǊŀǿǎ ǳǇ ǘƘŜ tǊƻǇŀƴŜ Ǝŀǎ ǾŀǇƻǊ ǘƘǊƻǳƎƘ ǘƘŜ 
ŦǳŜƭ ǎȅǎǘŜƳΦ ¢ƘŜ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ŎŀǊŜ ƳŀŎƘƛƴŜ ŘƻŜǎ ƴƻǘ ƘŀǾŜ ŀƴ ŜǾŀǇƻǊŀǘƛƴƎ ǎȅǎǘŜƳ ŀƴŘ 
ǿƛƭƭ ŦǊŜŜȊŜ ǳǇ ƛŦ ƭƛǉǳƛŘ ǇǊƻǇŀƴŜ ƛǎ ƛƴǘǊƻŘǳŎŜŘ ǘƻ ƛǘΦ Lǘ ƛǎ ƴŜŎŜǎǎŀǊȅ ǘƘŀǘ ǎǇŜŎƛŀƭ ŀǘǘŜƴǘƛƻƴ ōŜ ǇŀƛŘ ǘƻ 
ŜƴǎǳǊŜ ǘƘŀǘ ƴŜƛǘƘŜǊ ǘƘŜ ƭƛǉǳƛŘ ƴƻǊ ǘƘŜ ǾŀǇƻǊ ŘǊŀǿ ŎȅƭƛƴŘŜǊǎ ōŜ ƻǾŜǊŦƛƭƭŜŘΦ 
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5.15.1 REFUELLING CYLINDERS    

¶ ¢ƘŜ ǇǊƻǇŜǊ ŦƛƭƭƛƴƎ ƻŦ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ƛǎ ŀ ǎǳōƧŜŎǘ ǎƻ ƛƳǇƻǊǘŀƴǘ ǘƘŀǘ ƛǘ ǿŀǊǊŀƴǘǎ ǎǇŜŎƛŀƭ ŀǘǘŜƴǘƛƻƴΦ 

tǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ǎƘƻǳƭŘ ƻƴƭȅ ōŜ ŦƛƭƭŜŘ ōȅ ǉǳŀƭƛŦƛŜŘ ǇǊƻǇŀƴŜ ŘŜŀƭŜǊǎΦ 
¶  aƻǎǘ ƛƳǇƻǊǘŀƴǘΣ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ǎƘƻǳƭŘ ōŜ ŦƛƭƭŜŘ ƴƻƳƻǊŜ ǘƘŀƴ ул҈ ƻŦ ǘƘŜƛǊ ǊŀǘŜŘ ŎŀǇŀŎƛǘȅΦ ¢ƘŜ 
ƻǘƘŜǊ нл҈Σ ǿƘƛŎƘ ƛǎ ŀōƻǳǘ пέ όмл ŎƳύ ŦǊƻƳ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ ŎȅƭƛƴŘŜǊΣ ƛǎ ŎŀƭƭŜŘ ǘƘŜ ǾŀǇƻǊ ǎǇŀŎŜ ƻǊ 
ƘŜŀŘǎǇŀŎŜΦ ¢Ƙƛǎ ǾŀǇƻǊ Ŏŀƴ ōŜ ŎƻƳǇǊŜǎǎŜŘ ǿƛǘƘƻǳǘ ŎŀǳǎƛƴƎ ǘƘŜ ǇǊŜǎǎǳǊŜ ǊŜƭƛŜŦ ǾŀƭǾŜ ǘƻ ƻǇŜƴ ŀƴŘ ǾŜƴǘ 
Ǝŀǎ ǘƻ ǘƘŜ ŀǊŜŀ ŀǊƻǳƴŘ ǘƘŜ ŎȅƭƛƴŘŜǊΦ LŦ ǘƘŜǊŜ ƛǎ ƴƻ ƘŜŀŘǎǇŀŎŜ ǘƻ ŀƭƭƻǿ ŦƻǊ ŦǳŜƭ ŜȄǇŀƴǎƛƻƴΣ ǘƘŜ ǇǊŜǎǎǳǊŜ 
ǊŜƭƛŜŦ ǾŀƭǾŜ ǿƛƭƭ ƻǇŜƴΣ ǊŜƭŜŀǎƛƴƎ ǇǊƻǇŀƴŜ Ǝŀǎ ƛƴǘƻ ǘƘŜ ŀǘƳƻǎǇƘŜǊŜΦ ¢Ƙƛǎ ƛǎ ŀ ǾŜǊȅ ŘŀƴƎŜǊƻǳǎ ŀƴŘ ǾƻƭŀǘƛƭŜ 
ǎƛǘǳŀǘƛƻƴ ŀǎ ǘƘŜǊŜ ƛǎ ŀƭǿŀȅǎ ǘƘŜ Ǉƻǎǎƛōƛƭƛǘȅ ǘƘŀǘ ŜƴƻǳƎƘ ƻŦ ǘƘŜ ǾŜƴǘŜŘ Ǝŀǎ ŎƻǳƭŘ ŦƛƴŘ ƛǘǎ ǿŀȅ Řƻǿƴ ǘƻ 
ǘƘŜ ŦƭƻƻǊ ŀƴŘ ŎƻƳŜ ƛƴ ŎƻƴǘŀŎǘ ǿƛǘƘ ŀ Ǉƛƭƻǘ ƭƛƎƘǘ ŦǊƻƳ ŀ ŦǳǊƴŀŎŜΣ Ƙƻǘ ǿŀǘŜǊ ƘŜŀǘŜǊΣ ƻǊ ƻǘƘŜǊ ǎƻǳǊŎŜ ƻŦ 
ƛƎƴƛǘƛƻƴΦ 

 tǊƻǇŀƴŜ ŎƘŀƴƎŜǎ ƛƴǘƻ ŀ ƎŀǎΣ ƛǎ πппƻC όπпнƻ /ύΦ 9ȄǇƻǎƛƴƎ ǳƴǇǊƻǘŜŎǘŜŘ ǎƪƛƴ ǘƻ ǇǊƻǇŀƴŜ Ǝŀǎ ƻǊ ƭƛǉǳƛŘ 

ŎƻǳƭŘ ǊŜǎǳƭǘ ƛƴ ŦǊƻǎǘōƛǘŜ ƛƴƧǳǊȅΦ  

!ƭƭ ƴŜǿ ŎȅƭƛƴŘŜǊǎ ǎƘƻǳƭŘ ōŜ ǾŜƴǘŜŘ ŀƴŘ ǇǳǊƎŜŘ ƻŦ ŀƛǊ ǇŜǊ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ōŜŦƻǊŜ ǳǎŜΦ 
bŜǾŜǊ ōƭŜŜŘ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ƛƴŘƻƻǊǎΦ 

5.15.2 STORAGE CYLINDERS  

¶ ²ƘŜƴ ƴƻǘ ƛƴ ǳǎŜΣ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ŀƭǿŀȅǎ ǎƘƻǳƭŘ ōŜ ǎǘƻǊŜŘ ƻǳǘǎƛŘŜ ƛƴ ŀƴ ǳǇǊƛƎƘǘ Ǉƻǎƛǘƛƻƴ ƛƴ ŀ 
ǎŜŎǳǊŜΣ ǘŀƳǇŜǊǇǊƻƻŦΣ ǎǘŜŜƭ ƳŜǎƘ ǎǘƻǊŀƎŜ ŎŀōƛƴŜǘΦ ¢Ƙƛǎ ŎŀōƛƴŜǘ Ƴŀȅ ōŜ ƭƻŎŀǘŜŘ ƴŜȄǘ ǘƻ ǘƘŜ 
ōǳƛƭŘƛƴƎ ōǳǘ ǿƛǘƘ ŀǘ ƭŜŀǎǘ ŦƛǾŜ ŦŜŜǘ όмΦр Ƴύ ƻŦ ǎǇŀŎŜ ōŜǘǿŜŜƴ ǘƘŜ ŎŀōƛƴŜǘ ŀƴŘ ǘƘŜ ƴŜŀǊŜǎǘ 
ōǳƛƭŘƛƴƎ ƻǇŜƴƛƴƎ όŘƻƻǊ ƻǊ ǿƛƴŘƻǿύΣ ŀƭǎƻ ŀǿŀȅ ŦǊƻƳ ƘŜŀǘ ŀƴŘ ŘƛǊŜŎǘ ǎǳƴƭƛƎƘǘΦ 

¶  5ƻ ƴƻǘ ƛƴǎǘŀƭƭ ǘƘŜ ŎŀōƛƴŜǘ ƴŜŀǊ ŀ ǎǘŀƛǊǿŀȅ ƻǊ ǎǘǊŜŜǘ ŜƭŜǾŀǘƻǊ ŀǎ ǾŜƴǘŜŘ ǇǊƻǇŀƴŜ Ǝŀǎ ǿƛƭƭ ǎŜŜƪ ŀ 
ƭƻǿŜǊ ƭŜǾŜƭ ǎƛƴŎŜ ƛǘ ƛǎ ƘŜŀǾƛŜǊ ǘƘŀƴ ŀƛǊ ŀƴŘ ŎƻǳƭŘ ŦƛƴŘ ƛǘǎ ǿŀȅ ƛƴǘƻ ǘƘŜ ōŀǎŜƳŜƴǘ ƻŦ ǘƘŜ ōǳƛƭŘƛƴƎΦ 5ƻ 
ƴƻǘ ǎǘƻǊŜ ŎȅƭƛƴŘŜǊǎ Ŧǳƭƭ ƻǊ ŜƳǇǘȅ ƛƴǎƛŘŜ ŀ ōǳƛƭŘƛƴƎ ƻǊ ƛƴǎƛŘŜ ŀ ǾŜƘƛŎƭŜΦ !ƭǘƘƻǳƎƘ ƛǘ ƛǎ ǳƴƭƛƪŜƭȅ ǘƘŀǘ 
ǇǊƻǇŀƴŜ ǿƛƭƭ ǾŜƴǘ ŦǊƻƳ ŀ ǎǘƻǊŜŘ ŎȅƭƛƴŘŜǊΣ ƛŦ ƛǘ ǎƘƻǳƭŘΣ ǘƘŜ ǾŀǇƻǊ ŎƻǳƭŘ ŎƻƳŜ ƛƴ ŎƻƴǘŀŎǘ ǿƛǘƘ ŀƴ 
ƛƎƴƛǘƛƻƴ ǎƻǳǊŎŜ ǎǳŎƘ ŀǎ ŀ ǎǇŀǊƪ ŦǊƻƳ ŀ ǇƻǿŜǊ ǘƻƻƭ ƻǊ ƻǘƘŜǊ ŀǇǇƭƛŀƴŎŜ ŀƴŘ ŎǊŜŀǘŜ ŀ ŦƭŀǎƘ ŦƛǊŜΦ 

¶  5ƻ ƴƻǘ ǎƳƻƪŜ ƻǊ ǳǎŜ ŀ ŘŜǾƛŎŜ ǿƛǘƘ ŀƴ ƻǇŜƴ ŦƭŀƳŜ ǿƘŜƴ ƘŀƴŘƭƛƴƎ ƻǊ ǘǊŀƴǎǇƻǊǘƛƴƎ ǇǊƻǇŀƴŜ 
ŎȅƭƛƴŘŜǊǎΦ 

5.15.3 TRANSPORTING CYLINDERS  

¶ ²ƘŜƴ ǘǊŀƴǎǇƻǊǘƛƴƎ ŎȅƭƛƴŘŜǊǎ ǘƻ ŀ ǇǊƻǇŀƴŜ ŘŜŀƭŜǊ ƻǊ ǘƻ ŀ ƧƻōΣ ƳŀƪŜ ǎǳǊŜ ǘƘŜ ŎȅƭƛƴŘŜǊǎ ŀǊŜ 
ǎŜŎǳǊŜƭȅ ŦŀǎǘŜƴŜŘ ŀƴŘ ǎǘŀƴŘƛƴƎ ƛƴ ŀƴ ǳǇǊƛƎƘǘ Ǉƻǎƛǘƛƻƴ ǿƛǘƘ ǘƘŜ ǎŜǊǾƛŎŜ ǾŀƭǾŜ ŎƭƻǎŜŘΦ 

¶ ! ŎȅƭƛƴŘŜǊ ǊŀǘǘƭƛƴƎ ŀǊƻǳƴŘ ƛƴ ǘƘŜ ōŀŎƪ ƻŦ ŀ ǾŜƘƛŎƭŜ ŀƴŘ ōŀƴƎƛƴƎ ƛƴǘƻ ƻǘƘŜǊ ƻōƧŜŎǘǎ ŎƻƴǎǘƛǘǳǘŜǎ ŀ 
ƘŀȊŀǊŘΦ !ǾƻƛŘ ŘǊƻǇǇƛƴƎ ƻǊ ōŀƴƎƛƴƎ ŎȅƭƛƴŘŜǊǎ ŀƎŀƛƴǎǘ ǎƘŀǊǇ ƻōƧŜŎǘǎΦ 

¶ ¢ƘŜ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊǎ ŀǊŜ ǎǘǳǊŘƛƭȅ ŎƻƴǎǘǊǳŎǘŜŘ ōǳǘ ŀ ǎŜǊƛŜǎ ƻŦ ƘŀǊŘ Ƨƻƭǘǎ ŎƻǳƭŘ ŎŀǳǎŜ 
ŘŀƳŀƎŜΦ 

¶ tƭŜŀǎŜ ƴƻǘŜ ǘƘŀǘ ŀƴȅ ŎȅƭƛƴŘŜǊ ǘƘŀǘ Ƙŀǎ ōŜŜƴ ŦƛƭƭŜŘ ƛǎ ŀƭǿŀȅǎ ŎƻƴǎƛŘŜǊŜŘ ŦǳƭƭΣ ƴƻ ƳŀǘǘŜǊ Ƙƻǿ ƭƛǘǘƭŜ 
ǇǊƻǇŀƴŜ Ǝŀǎ ǊŜƳŀƛƴǎ ƛƴ ƛǘΦ ¢Ƙƛǎ ƛǎ ōŜŎŀǳǎŜ ŜǾŜƴ ǿƘŜƴ ŀƭƭ ƭƛǉǳƛŘ Ƙŀǎ ŜǾŀǇƻǊŀǘŜŘ ƛƴǘƻ ǾŀǇƻǊ ǘƘŜǊŜ ƛǎ 
ǎǘƛƭƭ ǎƻƳŜ ǇǊƻǇŀƴŜ Ǝŀǎ ǾŀǇƻǊ ƭŜŦǘ ƛƴ ǘƘŜ ŎȅƭƛƴŘŜǊΦ .ŜŎŀǳǎŜ ǘƘƛǎ ǊŜƳŀƛƴƛƴƎ ŦǳŜƭ ƛǎ ŦƭŀƳƳŀōƭŜΣ ŀƴ 
ŜƳǇǘȅ ŎȅƭƛƴŘŜǊ ǎƘƻǳƭŘ ōŜ ǘǊŜŀǘŜŘ ǿƛǘƘ ǘƘŜ ǎŀƳŜ ŎŀǊŜŦǳƭ ǇǊƻŎŜŘǳǊŜǎ ŀǎ ƻƴŜ ǘƘŀǘ ƛǎ ŦƛƭƭŜŘ ǘƻ ǘƘŜ 
ул҈ ƭŜǾŜƭ ǿƛǘƘ ƭƛǉǳƛŘ ǇǊƻǇŀƴŜΦ ¢ƘŜ ƻƴƭȅ ǘƛƳŜ ǘƘŀǘ ŀ ŎȅƭƛƴŘŜǊ ƛǎ ŎƻƴǎƛŘŜǊŜŘ ŜƳǇǘȅ ƛǎ ǿƘŜƴ ƛǘ ƛǎ ƴŜǿΣ 
ōŜŦƻǊŜ ƛǘ Ƙŀǎ ōŜŜƴ ŦƛƭƭŜŘ ǿƛǘƘ ǇǊƻǇŀƴŜΦ 

¶ ²ƘŜƴ ǘǊŀƴǎǇƻǊǘƛƴƎ ŀ ǇǊƻǇŀƴŜ ǇƻǿŜǊŜŘ ŦƭƻƻǊ ƳŀŎƘƛƴŜΣ ǘƘŜ ǇǊƻǇŀƴŜ ŎȅƭƛƴŘŜǊ Ƴŀȅ ōŜ 
ǎǘǊŀǇǇŜŘ ƻƴǘƻ ǘƘŜ ƳŀŎƘƛƴŜ ŀǎ ƭƻƴƎ ŀǎ ǘƘŜ ƳŀŎƘƛƴŜ ƛǘǎŜƭŦ ƛǎ ŦƛǊƳƭȅ ǎŜŎǳǊŜŘ ƛƴ ǘƘŜ ǾŜƘƛŎƭŜΦ 

¶     hŦ ŎƻǳǊǎŜΣ ǎǇŀǊŜ ŎȅƭƛƴŘŜǊǎ ǎƘƻǳƭŘ ŀƭǿŀȅǎ ōŜ ǎŜŎǳǊŜŘ ƛƴ ŀƴ ǳǇǊƛƎƘǘ ǇƻǎƛǘƛƻƴΦ 
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6. UNPACKING, HANDLING, TRANSPORTATION AND 

STORAGE 
 

When unpacking the machine, please check that the following accessories are included: 

-Steel wand; 

-Floor brush; 

-Main vacuum hose with camlock to connect to the machine; 

-Accessory vacuum hose with cuff to connect to the wand; 

 

If any of the above-mentioned parts are missing, please contact your local distributor or our sales 

representative. Protect the environment: Please dispose of packaging materials and used machine 

components in an environmentally safe way according to local disposal regulations.  

 

 

 

 

Attention 

ω 5ǳǊƛƴƎ ǘǊŀƴǎǇƻǊǘŀǘƛƻƴΣ ōŀǘǘŜǊȅ ŀƴŘ ǇǊƻǇŀƴŜ ǘŀƴƪ Ƴǳǎǘ ōŜ ǎŜŎǳǊŜƭȅ ŦŀǎǘŜƴŜŘ ŀƴŘ ŎƻƳǇƭŜǘŜƭȅ 

disconnected at all times. 

ω .ŜŦƻǊŜ ƻǇŜǊŀǘƛƴƎ ǘƘŜ ǾŀŎuum after transportation, propane tank and battery must be re-connected 

and correctly assembled: 

- Battery: Make sure that the wires are firmly connected to the correct terminals (black (-) & Red (+). 

Also confirm that the bracket that holds the battery in place is correctly assembled, so that the 

ōŀǘǘŜǊȅ ŎŀƴΩǘ ƳƻǾŜ ŘǳǊƛƴƎ ƻǇŜǊŀǘƛƻƴΦ 

- Propane tank: Make sure that the tank is firmly held in place by the lock and holder plate where the 

propane tank sits on the back of the dust collector. It should not be able to move when itscorrectly 

assembled. 

When handling and transporting the machine, never use the handles or other machine parts to lift 

the machine.  Use always a skid or pallet for transportation, and never transport an unprotected 

machine in the rain or snow.  Always store and transport the machine in an upright position.  The 

machine should also always be stored in a dry, frost-proof environment. 

 

Figure 6.1 Figure 6.2 Figure 6.3 



Superabrasive hǿƴŜǊΩǎ Ƴanual original language ς Lavinaϯ   V32GE 05/2022 
 
 

 
17 

 

6.1 LIFTING THE MACHINE  

 

IMPORTANT:  

TO LIFT THE MACHINE USE ONLY THE RINGS POS.1. 

TO PULL THE MACHINE USE THE RINGS POS.2. 

NEVER USE THE HANDLE AS A LIFTING POINT! 

 

 

 

 

Figure 6.1 
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7. OPERATING WITH THE VACUUM 
 

IMPORTANT:  Before starting the machine, check the service table for daily maintenance. 

Make sure that the flexible vacuum hose is securely attached to the vacuum pipe union and vacuum 

cleaner inlet. Check oil level. Open the service valve on the propane tank about one and a half turns 

(counterclockwise).  

WARNING:  1. TURN THROTTLE TO THE IDLE POSITION; 

                        2. START MOTOR /the engine is started by the key switch/ AND RUN ON LOWEST RPM; 

                        3. TURN THROTTLE TO THE FULL POSITION; 

NEVER START THE ENGINE AT HIGH RPM 

 Before use, the operator must be trained in the handling of the dust collector and the 

hazardous dust. 

IMPORTANT:  

TO TURN OFF VACUUM:  1. TURN THROTTLE TO THE IDLE POSITION. 

                                             2. TURN OFF KEY SWITCH. 

                                             3. CLOSE SERVICE VALVE ON PROPANE TANK. 

 

7.1 LOCKING CASTER WHEEL 
 

There are two locking caster wheels located on the front of the 

dust collector.  Locking the wheel will prevent the vacuum from 

moving, and possibly causing damage or injury.  The wheel should be 

locked on uneven surfaces to prevent unexpected rolling or movement.  

To lock or unlock the caster wheel, follow the procedure shown below. 

ω ¢ƻ ƭƻŎƪ ǘƘŜ ŎŀǎǘŜǊ ǿƘŜŜƭΣ ǇǊŜǎǎ Řƻǿƴ ƻƴ ǘƘŜ ƳŜtal tab. 

ω ¢ƻ ǳƴƭƻŎƪ ǘƘŜ caster wheel, press backwards the metal tab 

protruding from the top of the wheel assembly. 

 

 

 

 

 

 

 

Figure 7.1 
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7.2 MAIN FILTER CLEANING 
 

 7.2.1 MANUAL FILTER CLEANING. 

IMPORTANT: Lavina V32GE is equipped with a signal lamp (fig 3.1 pos.10). The lamp starts 

glowing red as the vacuum reaches ǘƘŜ ǊŜŘ ŀǊŜŀ ƻŦ ǘƘŜ ǾŀŎǳǳƳΩǎ ǇǊŜǎǎǳǊŜ ƎŀǳƎŜ (about -

0.2bar) to indicate that the main filter must be cleaned or changed.  

 
Lavina V32GE uses jet pulse manual filter cleaning. One cycle of filter cleaning 
takes 10 to 20 seconds, depenŘƛƴƎ ƻƴ ǘƘŜ ǾŀŎǳǳƳΩǎ ƻǇŜǊŀǘƻǊΦ ¢ƘŜ ŦƛƭǘŜǊ Ƴǳǎǘ 
be cleaned as the vacuum gauge goes to red (the LED lamp starts glowing) or 
ƛŦ ǘƘŜǊŜΩǎ ƭƻǿ ǎǳŎǘƛƻƴΦ LŦ ǘƘŜ ǎǳŎǘƛƻƴ ǇŜǊŦƻǊƳŀƴŎŜ ƛǎ ǎǘƛƭƭ ƴƻǘ ƛƳǇǊƻǾŜŘ ŀŦǘŜǊ ŀ 
cleaning cycle is applied, the filter must be replaced with new one.  

 

In fig. 7.2.1 ȅƻǳ ƘŀǾŜ ǘƘŜ ǾŀŎǳǳƳΩǎ ǿƻǊƪƛƴƎ Ǉƻǎƛǘƛƻƴ on the left. To clean the main filter, 

follow the steps below in the exact order: 

1st. hǇŜƴ ǘƘŜ ǾŀƭǾŜ ǎƛǘǳŀǘŜŘ ƻƴ ǘƘŜ ǾŀŎǳǳƳΩǎ ƘŜŀŘ ŎƻǾŜǊ ōȅ ǇǳǎƘƛƴƎ ǘƘŜ ƭŜǾŜǊ ǇƻǎΦм ŀƴŘ ǿŀƛǘ 

for a few seconds before releasing. This will discharge the vacuum from the accumulated 

dust. 

 2nd. After discharging, close the entrance valve by pushing the lever pos. 2. This creates a 

vacuum in the system, indicated by the pressure gauge (fig. 3.1) as it goes to red (-0.28 to -

0.3 bar). 

3rd. With the system under vacuum, open and close the valve on the head cover pushing the 

lever (pos. 1) 3 to 5 times to clean the filter. Allow 1-2 seconds between each valve opening 

to build up vacuum in the system again. This can also be verified via the pressure gauge. 

Once complete, return to the normal operating position. 

Figure 7.2.1 
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7.2.2 AUTOMATIC FILTER CLEANING. 

 

 The automatic filter cleaning triggers itself when the dust extractor reaches about -0.2bar of 

vacuum, as suction becomes poor and the filter requires cleaning. It can be triggered manually by 

ǇǊŜǎǎƛƴƎ ǘƘŜ ōǳǘǘƻƴ ŦƻǊ ΨΩChw/95 /[9!bLbDέ pos.1. In some cases (depend on the tools used on the 

grinding machine) before reaching -0.2 bar the dust extractor will accumulate enough dust for 

several bag changes. To avoid choking the vacuum with dust before reaching -0.2bar there is a 

potentiometer pos.2 with 11 positions. Each division corresponds to 5 minutes (pos.1-5min. pos.11-

55min.). This potentiometer sets the dust release interval, which lasts about 5 seconds. For example 

if the dust extractor accumulates 15 kg dust in 15 minutes and the dust extractor is still far from -

0.2bar of vacuum, it needs to be discharged to prevent choking the pre-separator and maintaining its 

high level of efficiency.  

 In case of emergency:  

 If the automatic system stop for some reason, there is an alternative way to clean the filter. 

Remove the cotter pin pos.3 and eject the axle pos. 4. Once the actuator is detached use the axle to 

rotate the inlet valve pos.6. Once the valve is closed and the system is under vacuum, rotate the axle 

pos. 5 to clean the filter. Repeat the procedure with the lever 3 to 5 times and then open the valve to 

its working position.  

 IMPORTANT: The axle pos. 5 has a hole in it with a diameter of 12mm (0.47 inch). Use a 

metal rod or big screwdriver as a lever to rotate the axle.  

Figure 7.2.2 
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7.3 MAIN FILTER CHANGE 
 

 

WARNING: 

1. Turn off the engine and wait for the fan impeller to completely stop before opening the 

machine to change filters. 

2. Do not touch the exhaust! It will get very hot even when running the engine for a short 

time.         

IMPORTANT:  All of the following procedures must be performed with the dust collector turned off 

(look at the beginning of chapter 7). Before performing any work or maintenance on the vacuum, be 

sure to wear the proper protective equipment.  This might include clothing which covers any exposed 

skin, protective eyewear, a respirator, and/or protective gloves conforming to protection class FFP3.  

To replace the main filter, first remove the hoses pos.1 from the hepa chamber pos.2. Then release 

the three latches pos.3 and open the head cover pos.4. Once opened, lift out the used filter pos.5 

and place it carefully in a plastic bag. This bag must be properly disposed. Clean the area where the 

filter lies and then insert the new filter. Only original filters may be used. 

CAUTION: If you are removing the main filter in order to clean it: hitting the filter with force or using 

compressed air may damage the filter. It can handle being cleaned with water, but not under high 

pressure. Let the filter dry thoroughly before installing. 

 

 

 

 

Figure 7.3 
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7.4 HEPA FILTER CHANGE 

 

WARNING: 
1. Turn off the engine and wait for the fan impeller to completely stop before opening the 

machine to change filters. 

2. Do not touch the exhaust as it will get very hot even after running the engine for a short 

period of time.  

IMPORTANT:  All of the following procedures must be performed with the dust collector turned off 

(look at the beginning of chapter 7). Before performing any work or maintenance on the vacuum, be 

sure to wear the proper protective equipment.  This might include clothing which covers any exposed 

skin, protective eyewear, a respirator, and/or protective gloves conforming to protection class FFP3. 

IMPORTANT: the used filer and debris must be disposed of using methods which fully comply with 

local environmental laws and regulations. 

To change the HEPA ŦƛƭǘŜǊ ȅƻǳ ƴŜŜŘ ǘƻ Ŧƻƭƭƻǿ ǘƘŜ ŦƻǳǊ ǎǘŜǇǎ ŀǎ ƛǘΩǎ ǎƘƻǿƴ in fig. 7.4. 

1st Remove the two hoses form the HEPA chamber pos. 1. 

2nd Release the 3 latches pos. 2. 

3rd Lift the HEPA chamber head cover pos. 3. The HEPA filter is mounted on the head cover. 

4th Unscrew the nut pos. 4 and remove the washer pos. 5. Pull the filter pos. 6 and replace it. 

Make sure to replace also the nut pos. 4 with new one in order to avoid self-tapping! 

After you place the new HEPA filter in the chamber do the steps in the reverse order. 

  

 

 

 

 

Figure 7.4 



Superabrasive hǿƴŜǊΩǎ Ƴanual original language ς Lavinaϯ   V32GE 05/2022 
 
 

 
23 

 

тΦр [hbDht!/Y ϯ .!D w9t[!/9a9b¢ ό/I!bDLbD .!D{ύ 
 

 

The [ŀǾƛƴŀϯ V32GE has two pieces of LONGOPAC waste system for effective dust storage. This is a 20 

m long plastic tube that will be divided into plastic bags using the zip ties attached to the machine. 

IMPORTANT:  

1. TURN OFF THE VACUUM; 

2. CLOSE SERVICE VALVE ON PROPANE TANK; 

3. TURN THROTTLE TO THE IDLE POSITION; 

4. TURN OFF KEY SWITCH; 

ω Make sure that there at least 3-4 inches of an empty bag located between the bottom of the dust 

container and the top of the debris/waste. 

ω Lƴǎǘŀƭƭ н ȊƛǇ ǘƛŜǎΣ ƻǊ ŎŀōƭŜ ǘƛŜǎΣ ŀǊƻǳƴŘ ǘƘŜ ǇƭŀǎǘƛŎ ōŀƎΥ  м ƭƻŎŀǘŜŘ ŀōƻǾŜ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ ŘŜōǊƛǎκǿŀǎǘŜΣ 

and a 2nd tie located approximately 2-3 inches higher up on the bag).  Both ties must be securely 

tightened in order to prevent the opening of the bag and possible spillage (Fig 7.5.1). 

ω ¦ǎƛƴƎ ŀ ǎƘŀǊǇ ƪƴƛŦŜ ƻǊ ǎŎƛǎǎƻǊǎΣ Ŏǳǘ ŀŎǊƻǎǎ ǘƘŜ ŜƴǘƛǊŜ ǎŜŎǘƛƻƴ ƻŦ ǇƭŀǎǘƛŎ ōŀƎ located between the 2 zip 

ties, or cable ties (Fig 7.5.1).  Remove and dispose of the bag section containing the dust and debris. 

ω tǳƭƭ Řƻǿƴ ƻƴ ǘƘŜ ōŀƎ until the end reaches the lower bag-support plate (Fig 7.5.2). 

IMPORTANT:  When disposing of bags containing debris, be sure to use waste disposal containers 

and methods that fully comply with all environmental laws and regulations that are applicable to 

your specific country and location.  

 

 

Figure 7.5.1 Figure 7.5.2 

Figure 7.5 
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7.6 Lb{¢![[LbD [hbDht!/ϯ w9CL[[ t!/Y{ 
 

 

When the plastic bag cartridge has reached the end, the plastic bag refill may be installed using the 

following procedures: 

1. At fig. 7.6 pos. 1Σ ȅƻǳ Ŏŀƴ ǎŜŜ ǘƘŜ ƭƻŎƪŜŘ Ǉƻǎƛǘƛƻƴ ƻŦ ǘƘŜ [hbDht!/Yϯ ǇƭŀǎǘƛŎ ōŀƎ ƘƻƭŘŜǊ ŀƴŘ 

to take it off you should: 

- Lift the holder upwards about 10-15mm to unlock it fig. 7.6 pos.2; 

- Rotate the holder enough that you can bring it down and take it off from the filter chamber 

fig. 7.6 pos.3; 

- Take off the holder fig. 7.6 pos.4; 

 

2. As you took the holder off from the vacuum, now you can place new LONGOPACK bag refill 

by the following steps: 

 

Figure 7.6 

Figure 7.6.2 Figure 7.6.1 
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1. Place the LONGOPACϯ ōŀƎ ǊŜŦƛƭƭ ƛƴǘƻ ǘƘŜ ǎǳǇǇƻǊǘ ǊƛƴƎΦ  9ƴǎure that the 2 ends of the refill are 

directed in an upwards position.  Pull the inner end of bag refill down over the inside surface 

of the bag support ring by making sure that the hook of the holder sticks out from the bag 

(Fig 7.6.1 and 7.6.2). 

2. After you install the new bag, you need to attach the holder back to the filter chamber by 

following the steps form fig. 7.6, performing it backwards. 

3. After you attach it and the zip tie has been securely installed, pull the bag down until the end 

reaches the lower, bag-support plate (fig. 7.5.2).  The vacuum cleaner is now ready for 

operation. 

 

 

8. MAINTENANCE AND INSPECTION 
 

Tampering w/emission control system prohibited. 

Federal law and California State law prohibits the following acts or the causing thereof:  

1. The removal or rendering inoperative by any person other than for purposes of 

maintenance, repair, or replacement, of any device or element at design incorporated 

into any new engine for the purpose of emission control prior to its sale or delivery to the 

ultimate purchaser or while it is in use.  

2. The use of the engine after such device or element of design has been removed or 

rendered inoperative by any person.  

Among those acts presumed to constitute tampering, involve the parts/systems listed below:  

- Carburetor and internal parts ; 

- Spark plugs ; 

- Magneto or electronic ignition system; 

- Fuel filter element; 

- Air cleaner elements; 

- Crankcase;  

- Cylinder heads;  

- Breather chamber and internal parts;  

- Intake pipe and tube; 

WARNING! 

Before cleaning and servicing the machine, you must turn the machine off and disconnect battery 

and propane tank. 

ATTENTION! 

- Wait until turbine impeller has completely stopped before starting servicing the machine. 
- The exhaust will get very hot after running the engine for just a short time. 
- Before moving the dust collector from the working area, the machine must be cleaned.  
- All other equipment must be considered to be contaminated and be treated thereafter. 
- If possible, use a special suitable room.  
- Proper personnel protective equipment must be used. 
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- After a service, all parts that are contaminated must be taken care of properly in plastic bags, 
according to all regulations. 

- If the dust collector has to be used for other purposes, it is extremely important that the 
machine is cleaned to avoid the spread of hazardous dust. 
 

In order to ensure safe and efficient operation of the dust collector, the following procedures 

should be performed periodically (depending on the frequency of operation): 

- Remove and inspect the filters for any signs of excessive wear or damage.  Replace as 

ƴŜŎŜǎǎŀǊȅΦ   ό{ŜŜ ǎŜŎǘƛƻƴ ƻƴ άCƛƭǘŜǊ wŜƳƻǾŀƭέύΦ 

- Ensure that the gaskets on the filters are free of excessive wear or damage. Replace as 

necessary. 

- Inspect all electrical components (switches, plugs, cables, etc.) for damage or exposed wiring.  

Replace as necessary. 

- Ensure that all screws, bolts, and nuts are properly tightened. 

- Check the waste container level.  Always clean and change the bag when the debris reaches a 

maximum of 75% of its full capacity. 

- Check the flexible vacuum hose and accessories for significant wear or damage.  If holes are 

ǇǊŜǎŜƴǘΣ ǘƘŜ Řǳǎǘ ŎƻƭƭŜŎǘƻǊΩǎ ŜŦficiency will be reduced, and debris will leak into the work 

environment.  

IMPORTANT:  All major repair work should be performed by Superabrasive or an authorized repair 

facility. 

Check the turbine belt tension. 

Check and clean the Propane installation. 

8.1 CHECK DAILY  
After operating the V32GE, the operator should conduct a visual inspection of the machine. 

Any defect should be solved immediately. Pay attention to plugs and vacuum hoses, loose bolt or 

screws.  

8.2 CHECK AND REPLACE AFTER THE FIRST 8 WORKING HOURS  
Replace the oil in the engine after the first 8 hours work, according to the instructions of the 

engine manufacturer.  

ALWAYS USE 30HD OR 10W30 ENGINE OIL WITH ALL OF THE FOLLOWING RATINGS: SF, SG, AND CC.  

8.3 CHECK AND REPLACE EVERY 50 WORKING HOURS  
Change engine oil, while changing check for leakage of engine oil at the various seals. The 

hour meter will blink between 48-52 hours as a reminder/"Engine Oil Capacity" is 1.5L (1.6US.qt) 

when oil filter is not removed and 1.7L (1.8US.qt) when oil filter is removed; 

8.4 RECOMMENDED OIL CHANGE INTERVALS 
Do not exceed the 50-hour oil change interval. Oil changes more frequent than 25 hours will 

give even longer engine life. In any case, always use 30HD or 10W30 engine oil with all of the 

following ratings: SF, SG, and CC. make sure the oil level is maintained at the "FULL" level. 
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Table 8.4 
 

 

IMPORTANT: You can find more specific information about maintaining the engine by downloading 

ƛǘΩǎ Ƴŀƴǳŀƭ ŀǘ https://www.kawasakienginesusa.com/. 

 

 

 

 

OPERATION INTERVAL 

 Daily 
First  8 

Hrs. 

Every 50 

Hrs. 

Every 100 

Hrs. 

Every 200 

Hrs. 

Every 

300Hrs. 

Every 

400Hrs. 
Every 500Hrs. 

Check & add engine oil X        

Check for loose or lost fasteners X        

Check for oil leakage  X        

Inspect fuel hose and connections  X        

Clean engine dust filter  X        

Inspect throttle & wire  X        

Change engine oil   X X      

Change engine oil filter   X  X     

Check & clean primary air filter     X     

Check  secondary air filter     X     

Inspect battery and battery 

connections  
   X     

Replace engine primary air filter       X   

Replace engine pre filter         X 

Inspect, clean & re-gap spark plugs,  

Replace if necessary  
        

Check & adjust valve clearance *  

Re-torque heads *  
     X   

Clean & lap valve seating surface *       X   

Check engine emissions         X 

Inspect Centrifugal clutch *        X  

Check the turbine belt tension       X  

*  Return machine to authorized service center for overall checkup of the Engine. For Propane safety, have 

the machine serviced by a Certified Technician, including emission check. 

https://www.kawasakienginesusa.com/
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уΦр [!±Lb!ϯ ±онGE ELECTRIC CIRCUIT DIAGRAM 
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8.6 [!±Lb!ϯ ±онD9 AFC ELECTRIC CIRCUIT DIAGRAM 
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8.7 DUST CHAMBERS FLAP REPLACEMENT 

 

To change the flap follow those 3 steps (fig. 8.6): 

- Unscrew the nuts pos.1; 

- Remove the limiting plate pos.2; 

- Remove the flap pos.3; 

 Mount the new flap and go through the steps in reversed order. 

 

 

 

 

 

 

 

 

 

 

Figure 8.6 
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8.8 TENSIONING AND REPLACING THE BELTS  
 

[ŀǾƛƴŀϯ ±онGE has two belts. Changing or tensioning them happens by the following steps: 

- Unscrew the screws that are holding the rear protective cover of the vacuum pos.1(14 

pieces); 

- Remove the protective cover pos.2; 

- Loosen the four bolts that are holding the engine base plate pos.3; 

- By screwing or unscrewing the tensioning bolt pos.4 the belts are being tensioned or 

loosened depends on your needs. By loosening the belts you can remove them and change 

them. 

  For tensioning the belts make sure you are using OPTIKRIK 1 fig. 8.7.1. If the belt is new it 

must be tensioned to 404bΣ ŀƴŘ ƛŦ ƛǘΩǎ ǳǎŜŘ - 311N. After the tensioning is accomplished the four 

ōƻƭǘǎ ŦƛƎΦ уΦт ǇƻǎΦ о Ƴǳǎǘ ōŜ ǎŎǊŜǿŜŘ ōŀŎƪ ǘƻ ŦƛȄ ǘƘŜ ŜƴƎƛƴŜΩǎ ŎǳǊǊŜƴǘ ǇƻǎƛǘƛƻƴΦ 

  

 

 

 

 

 

 

Figure 8.7.1 

Figure 8.7 
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8.9 DISMOUNTING/MOUNTING THE ENGINE 
 

To mount or dismount the engine those steps must be done: 

1. Remove the rear protective cover, unscrew the bolts pos.3 and pos.4 at figure 8.7 and 

take off the belts (point 8.7).  

2. Disconnect the engine form the command pult and the battery. Lift the engine from    

the vacuum. 

3. To mount the engine back procedure is the same but in reversed order. 

 

 

8.10 AUTOMATIC FILTER CLEANING INSTALATION AND MAINTANANCE  
 

 As mentioned in the beginning of the manual, Lavina V32GE comes in two variations. With 

manual and automatic filter cleaning.   

If you already possess V32GE with manual filter cleaning, we give you the opportunity to 

purchase AUTOMATIC FILTER CLEANING (AFC) kit and install it to your vacuum. In order to do that 

follow the steps bellow: 

 

A. First, make sure that the vacuum is off and the accumulator is disconnected. 

Detach the deutsch connector, which joins the wiring from the engine to the 

current control board (fig. 11.1 pos. 44). Then unscrew the six bolts, which are 

holding the control board ǘƻ ǘƘŜ ǾŀŎǳǳƳΩǎ ǇǳƭǘΦ Remove the control board. 

 

 

 

A 
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B. Dismount the control board holding plate (fig. 11.1 pos. 41). Assemble it with the 

new control board that comes with the AFC kit and mount the board on the 

vacuum.  

 

 

 

 

 

 

C. Dismount the manual inlet valve and replace it with the automatic one, provided 

with the AFC kit. The automatic valve is designed to be assembled in the same 

way with the same fasteners as the manual one just without the sealings.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

B 

C 
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D. Remove the top cover. Dismount the manual cleaning valve and replace it with 

the automatic one. The automatic valve is designed to be mounted same as the 

manual one with the same fasteners and fit on the same place. Note that you 

need to install cable holding plate under one of the bolts as it is shown on the 

picture. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

D 

Cable holding plate. 



Superabrasive hǿƴŜǊΩǎ Ƴanual original language ς Lavinaϯ   V32GE 05/2022 
 
 

 
36 

 

 

E. Two more cable holding plates come with the AFC kit. They must be mounted on 

one of the clamps based on the filter chamber as it is shown on the picture. In 

order to install them you need to dismount the clamp first and then mount it 

back with the plates. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

F. At the kit you will find two cable glands. Install it as it is shown in the picture 

bellow. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

E 

F 
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G. Now comes the wiring. The control board for automatic cleaning comes with 

three cables. One with deutsch connector, which must be connected to the 

engine same as the manual control board and two cables for the actuators ς one 

for the one on the top cover and one on the inlet valve. The cable for the inlet 

valve actuator is marked with X2 and the one for the vacuum head cover with X3. 

Rout the cable as its shown below and use zip ties in order to hold the cable to 

the machine. 
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When you are ready and all the components are connected, mount back the top cover and connect 

the accumulator. Test if the automatic filter cleaning works properly. 
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9. TROUBLESHOOTING 
 

Index of Problems and Solutions 

Engine 

When troubles occur, be sure to check the simple causes which at first, may seem too obvious to 

be considered. For example, a starting problem could be caused by fuel starvation due to an 

empty propane cylinder or an unopened service valve. If you do not check for this, starter burnout 

could result. 

Some Troubles and solutions: Surging idle 

To smooth out the engines' idle characteristics, adjustment is provided by an idle screw on the 

lower left side of the carburetor as viewed from the operator's position. The screw is bright steel 

and 1/4" in diameter with a Phillips head on it. Rotating the screw clockwise will increase the idle 

speed and this should cure the "surging idle". If it does not, call o ur customer service. 

Engine starts and idles, but will quit as the thrott le is advanced: 

It is possible that the propane tank's service valve is faulty. To check for this, close the valve 

completely and then reopen very slowly while you listen for a "click" when the gas begins to travel 

through the valve. If you hear this very slight noise, the valve is only partially opening. This allows 

enough gas through to start and idle the engine, but not enough for full throttle operation. As the 

throttle is increased, allowing more air to enter the intake, the engine will quit from fuel 

starvation. Call your dealer or the factory for instructions on where to have the service valve 

replaced. Meanwhile, to get by, you can continue to open the service valve until you do not hear a 

άŎlick" and then the engine will run normally. If it does not, call your customer service. 

Starter barely turns the engine over or the solenoid just clicks: 

The battery is likely low in charge. This can be remedied by recharging the battery using a 12 Volt 

battery c harger at 4.12 amperes.The battery is located under the frame, next to the turbine.The 

positive post is the one with the RED cable attached to it. Follow the instructions that came with 

the battery charger. REMINDER: this will continue to happen unless your engine is run for sufficient 

time between starts to recharge the battery. 
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IMPORTANT: To check the LOGO messages press the up arrow button to light the screen. 

VACUUM ISSUE OR SYMPTOM POSSIBLE CAUSE CORRECTIVE ACTION 

ENGINE DOES NOT START 

NO GAS 

 

REPLACE GAS TANK, CHECK FUEL HOSE & 

REGULATOR 

NO SPARK CHECK ENGINE SERVICE MANUAL 

NO BATTERY POWER 

 
CHARGE BATTERY, REPLACE IF NECESSARY 

SWITCH DEFECTIVE REPLACE 

FAN IMPELLER NOT ENGAGING BROKEN CLUTCH REPLACE IF NECESSARY 

ENGINE AND FAN ARE 

RUNNING BUT THERE IS NO 

SUCTION 

HOSE NOT CONNECTED CONNECT THE HOSE 

THE VACUUM HOSE HAS AN OBSTRUCTION 

OR HOLES PRESENT 

CHECK THE HOSE FOR OBSTRUCTIONS AND CLEAR 

THEM AS NECESSARY.  REPLACE THE HOSE IF VISIBLE 

HOLES ARE PRESENT 

THE VACUUM FILTER(S) HAS 

EXCESSIVE BLOCKAGE 

ACTIVATE THE FILTER SHAKER LEVER TO CLEAN THE 

FILTER (WHILE THE VACUUM IS TURNED OFF).  

REPLACE IF NECESSARY 

NO PLASTIC BAG INSTALL PLASTIC BAG 

ENGINE AND FAN ARE 

RUNNING BUT SUCTION IS 

POOR 

DAMAGE TO THE HOSE CHANGE HOSE 

BLOCKED FILTER 

REMOVE THE FILTER(S) FROM THE VACUUM AND 

INSPECT FOR HOLES OR TEARS.  REPLACE IF 

NECESSARY 

TOP COVER LOOSE ADJUST 

THE VACUUM DUST 

CONTAINER/BAG IS FULL 

FOLLOW THE PROCEDURE TO CLEAN THE MAIN 

FILTER, TURN OFF THE MOTORS AND CLEAN THE 

DUST COLLECTOR.  REP[!/9 ¢I9 [hbDht!/ϯ 

SECTION OF BAG FILLED WITH DUST AND DEBRIS 

THE VACUUM SEALS ARE MISALIGNED OR 

DAMAGED 

MAKE SURE ALL RUBBER SEALS ARE INSTALLED AND 

ALIGNED PROPERLY.  REPLACE IF ANY VISIBLE 

DAMAGE IS PRESENT 

DUST IS LEAKING FROM THE 

VACUUM DURING OPERATION 
DEFECTIVE OR LOOSE FILTER ADJUST OR CHANGE 

AUTOMATIC FILTER CLEANING 

SYSTEM 

IS NOT RUNNING 

NO POWER SUPPLY TO THE LOGO OR THE 

ACTUATORS 
CHECK THE FUSE   F1 AND F2 IN CONTROL BOARD 

ABNORMAL NOISE  ORDER SERVICE 
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10Φ [!±Lb!ϯ ±!/¦¦a ADAPTERS AND CONNECTIONS 
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ммΦ [!±Lb!ϯ V32GE SPARE PARTS 
 

11.1 GENERAL PARTS 

  

 

IMPORTANT: As mentioned above, there are two variations of V32GE. One with manual filter 

cleaning and one with automatic one. Parts marked with MFC respectively belong to the manual 

model and those with AFC to the automatic variation of the vacuum. 

AFC ς Automatic filter cleaning; 

MFC ς Manual filter cleaning;   

 

The strap pos.51 L25GS-25.00.00-1, replaces the old one L25GS-25.00.00. 

Figure 11.1 
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[!±Lb!ϯ V32GE GENERAL PARTS  

No. Item No. Description Pcs. No. Item No. Description Pcs. 

1  V32GE00.20.00 Handle 1 25  30301230039 Screw M4x8 ISO 7380F 4 

2  30301221019 Washer M8 DIN 9021 13 26  W4110 Throttle cable 1 

3  30301210078 Bolt M8x45 DIN 933 2 27 AFC 30311000401 Cable gland 2 

4  30301210106 Bolt M8x50 DIN 933 4 28  30301210031 Bolt M8x20 DIN 6921 4 

5  30301240095 Nut M8 DIN 6923 12 29  V32GE00.80.00 Pressure switch  1 

6  VE10.00.00 Longopac bag holder 2 30  V32GE00.40.00 Pressure switch plate 1 

7  D300-AL Aluminum camlock fitting 1 31  V32GE00.00.06 Pressure switch hose 1 

8  30301230289 Screw M6x10 DIN 912 4 32  30313000318 Propane tank 1 

9  V32GX-13.00.00 Camlock D300 flange 1 33  V32GE00.70.00 Signal lamp 1 

10 MFC V25GE12.00.00 Sealing ring 2 34  30301230035 Screw M6x25 DIN 912 4 

11 MFC V25GE11.00.00 Inlet valve assembly 1 35  V32GE60.00.00 HEPA filter chamber 1 

11 AFC V32GX-14.00.00 Inlet valve assembly 1 36  30301210051 Bolt M6x16 DIN 6921 12 

12  30301210043 Bolt M6x10 DIN 6921 4 37  30301210165 Bolt M6x70 DIN 933 1 

13  V32GE50.00.00 Pre-separator top cover 1 38  30301221012 Washer M6 DIN 9021 1 

14 MFC V32GE30.00.00 Top cover assembly 1 39  V32GE00.00.04 Hose 1 

14 AFC V32GEAFC30.00.00 Top cover assembly AFC 1 40  V32GE40.00.00 Power unit assembly 1 

15  30301210166 Bolt M8x130 DIN 931 1 41  V32GE00.50.00 
Control board holding 

plate 
1 

16  30301240106 Nut M8 DIN 985 1 42   
Label with technical 

data 
 

17  V32GE00.00.03 Hose 1 43 AFC V32GEAFC70.00.00 Control board 1 

18  30308000415 Hose clamp 4 44 MFC V32GE70.00.00 Control board 1 

19  30308000399 Hose clamp 2 45  V32GE00.10.00 Rear protective cover 1 

20  V32GE00.60.00 Hose with cuff 2 46  V32GE20.00.00 Carriage 1 

 20.1 V32GE00.60.01 Hose 1 47  V32GE10.00.00 Vacuum chambers 1 

 20.2 30316000057 Cuff 1 48  30301210113 Bolt M8x70 DIN 933 3 

21  V32GE00.30.00 Board  assembly  1 49  V32GE00.00.02 Propane tank holder 1 

22  30301210072 Bolt M8x16 DIN 6921 2 50  30301210113 Bolt M8x70 DIN 933 3 

23  30301230243 Screw M6x16 ISO 7380F 39 51  L25GS-25.00.00-1 Strap 1 

24  L40G.24.00.02 Throttle plate 1      
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11.2 VACUUM HEAD COVER 

 

Note:  

1. ¢ƘŜ ŎƭŀƳǇ ǎŜǘ όbƻ нύ Ŏƻƴǘŀƛƴǎ ǘƘŜ ŎƭŀƳǇ ŀƴŘ ǘƘŜ ŀǘǘŀŎƘƛƴƎ ǇƭŀǘŜ ŀƴŘ ǘƘŜȅ ŎŀƴΩǘ ōŜ 

ordered separately (fig. 11.2.1). 

 

 

 

 

 

 

 

 

Figure 11.2 

Figure 11.2.1 
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[!±Lb!ϯ ±онD9 ±!/¦¦a I9!5 /h±9w - V32GE30.00.00 - Manual filter cleaning 

                                                                            V32GEAFC30.00.00 ς Automatic filter cleaning 

No. Item No. Description Pcs. No. Item No. Description Pcs. 

1  30301230065 Screw M4x10 DIN 967 6 14 AFC 30301210076 Bolt M10x35DIN 933 1 

2  30329000040 Clamp set 3 15 AFC 30301240092 Nut M10 DIN 985 1 

3  30301240114 Nut M4 DIN 985 6 16 AFC 30301230112 Screw M8x45 DIN 912 2 

4  V32GE30.10.00 Vacuum head body 1 17 AFC V32GX-37.00.00 Fork 1 

5  V32GE30.00.01 Seal 1 18 AFC V32GX-36.00.00 Fork 1 

6 MFC V32GE30.20.00 
Valve - manual 

cleaning 
1 19 AFC V32GE30.32.00 

Handle for emergency 

filter cleaning 
1 

6 AFC V32GE30.30.00 
Valve ς automatic 

filter cleaning 
1 20 AFC 30301230032 Screw M8x30 DIN 912 

AFC-1 

MFC-1 

7  30301210038 Bolt M8x25 DIN 6921 4 21 AFC V32GX-38.00.00 Flap beam 1 

7.1  30301240095 Nut M8 DIN 6923 4 22 AFC 30301230155 Screw M8x40 DIN912 
AFC-1 

MFC-1 

8  V32GE30.00.05 Top cover 1 23 AFC V32GX-32.00.00 Flap 
AFC-1 

MFC-1 

9  30301240003 Nut M6 DIN 1587 4 24 AFC V32GE30.31.00 Flap base 1 

10 AFC 30301210120 Bolt M8x80 DIN 933 2 25 MFC V32GE30.22.00 Flap Base 1 

11 AFC V32GX-30.00.06 Sleeve 2 26 MFC 30329000014 Rubber handle 1 

12 AFC 30301240106 Nut  
AFC-6 

MFC-2 
27 MFC V32GE30.20.01 Manual cleaning lever 1 

13 AFC 30305000023 Actuator  1 28 MFC V32GE30.21.00 Flap beam 1 
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11.3 MAIN FILTER CHAMBER 
 

Figure 21.3 
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The note from 11.2 applies here as well. 

 

11.4 INLET VALVE 

11.4.1 INLET VALVE MANUAL FILTER CLEANING 

 

 

 

 

 

 

 

 

 

 

 

[!±Lb!ϯ V32GE FILTER CHAMBER - V32GE10.00.00 

No. Item No. Description Pcs. No. Item No. Description Pcs. 

1 30301240103 Nut M6 DIN 985 4 8 30310000010 Buffer 1 

2 V25GE10.00.02 Flap restrictive plate 2 9 30301240098 Nut M6 DIN 6923 1 

3 V25GE14.00.00 Flap 2 10 V32GE10.20.00 Pre-separator body 1 

4 V32GE10.10.00 Filter chamber body 1 11 V32GE10.00.02 Seal 1 

5 30301210030 Bolt M5x12 DIN 6921 12 12 V32GE10.00.01 Body holder 1 

6 Look at 11.2 Clamp set 6 13 30301210031 Bolt M8x20 DIN 6921 8 

7 30301240110 Nut M5 DIN 982 12     

[!±Lb!ϯ V32GE INLET VALVE MANUAL FILTER CLEANING ς V25GE11.00.00-K 

No. Item No. Description Pcs. No. Item No. Description Pcs. 

1 30301210077 Bolt M6x25 DIN 933 5 6 30329000014 Rubber handle 1 

2 V25GE11.00.02 Inlet valve flange 2 7 V20X-14.10.00 Handle body 1 

3 V25GE11.00.01 Inlet valve plate 1 8 30301230048 Screw M6x12 DIN 912 2 

4 30301240098 Nut M6 DIN 6923 8 9 V25GE12.00.00 Sealing ring 2 

5 30301240103 Nut M6 DIN 985 1 10    

Figure 11.4.1 
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Note:  

1. When mounting the inlet valve the bolts pos. 8 and 12 at fig. 11.1 must be tightened at 6 

Nm. 

2. Before mounting the inlet valve make sure both sealing rings are in position. The plastic 

side of the sealing must be in contact with the inlet valve (fig. 11.4.1.1). 

 

 

 

 

 

 

 

 

 

11.4.2 INLET VALVE AUTOMATIC FILTER CLEANING 

 

 

 

 

 

 

 

 

 

 

 

 

[!±Lb!ϯ±онD9 Lb[9¢ ±![±9 !¦¢ha!¢L/ CL[¢9w /[9!bLbD - V32GX-14.00.00                  

No. Item No. Description Pcs. No. Item No. Description Pcs. 
1 V32GX-14.00.07 Guard 1 9 30301280008 Spring Pin  D6x22DIN1481 1 
2 V32GX-14.10.00 Serving Handle Assembly 1 10 30301240103 Nut  M6DIN985 9 
3 30301290005 Hairpin Cotter  

E03780 
1 11 30301240106 Nut  M8DIN985 1 

4 30301210087 Bolt  M6X30DIN6921 5 12 V32GX-14.00.02 Fork 2 
5 30301210048 Bolt  M6X12DIN6921 8 13 V32GX-14.00.04 Distance Bushing 5 
6 V32GX-14.00.01 Base plate 2 14 V32GX-14.00.05 Distance Plate 1 
7 30305000023 Actuator  CAHB10A2A 1 15 30301210041 Bolt  M6X40DIN933 4 
8 V32GX-14.00.03 Valve 3in 1 16 30301210004 Bolt  M8X40DIN933 1 

Figure 11.4.2 

Figure 11.4.1.1 

Plastic side 



Superabrasive hǿƴŜǊΩǎ Ƴanual original language ς Lavinaϯ   V32GE 05/2022 
 
 

 
49 

 

11.5 CARRIAGE 

 

 

 

 

Figure 11.5 






























