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Path Width 80” / 2032 mm

Propane Engine Kohler Command Pro 
EFI PCV 740

Engine Capacity 747 cc / 45 cu.in., 
24 hp / 17 kW 3600 min

Rotor RPM 0-185 rpm

Engine RPM 2000-3600 rpm

Pan Diameter 2 x 36” / 2 x 915 mm

Tool Holders (total) 8 x 13.2” / 8 x 335 mm

Blades per Rotor 4

Propane Tank 33.5 lbs / 15.2 kg

Lifting (manual jack) 7.9” / 200 mm

Weight (with pans) 1424 lbs / 646 kg

Machine Size 
L x W x H

82 x 41 x 61 in  
208 x 104 x 162 cm

 9 Free planetary drive. 
 9 Equipped with two 36” pans, and 4 x 13” 

tool holders on each pan. 
 9 Updated steering controls for easier 

operation and control. 
 9 Continuously variable transmission for 

optimum torque and speed.
 9 Integrated wheel set and a manual crank 

system to lift the trowel for changing tools. 
Transportation wheel included. 

 9 Heavy-duty shroud with pins.
 9 Emergency stop sensor on the seat.
 9 LED lights.

powered by

80”

LP36GE 

 9 KOHLER ENGINE - CLEANER-BURNING, 
MORE FUEL-EFFICIENT, MORE UPTIME.


