CYCLONE ULTRA INCREMENTAL BIT

Details:

e [or use on sink cut-out machines

e Specific metal bond and diamond composi-
tion provide fast and clean milling in porce- Mﬂﬁ
lain and ultra compact material

e Micro incremental bits are designed for cut- 25 mm Mandrel
ting at faster speeds. Used to mill tight cor- —
ners and outlet holes.

¢ Reverse thread options available

Micro Incremental

: Usabl _—
s o i o

FBTU2020 20 mm 20 mm M12 Medium 4,200
FBTU20RT 20 mm 20 mm M12 reversed Medium 4,200
Micro Incremental Bits

FBTUOBRT 8 mm 15 mm 1/2 gas reversed Medium 4,200
FBTU10RT 10 mm 15 mm 1/2 gas reversed Medium 4,200

FBSTIP-M Cyclone Mandrel with sleeve, 70 mm length M12 female - 1/2 gas male

FBSM-RT Cyclone mandrel reverse thread, 70 mm length M12 female - 1/2 gas male
FBSM-RT25 Cyclone mandrel with reverse thread, 25 mm length M12 female - 1/2 gas male

Material:
@ @ CYCLONE
Engineered Granite Porcelain Tile  Ultra compact ULTRA

stone
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